
EXHIBIT F-2 
 

Cleanup Standards 
 
 A. With respect to the BNSF Replacement Property, Cleanup Standards shall be in accordance 
with all applicable Environmental Laws, taking into account risk-based corrective action and chemical-specific 
remediation goals that are based upon direct contact exposure pathways scenarios for industrial soils and 
industrial land use of the BNSF Replacement Property.  The Cleanup Standards include, but are not limited to, 
the VCP Remediation Goals Lookup Tables (industrial standards) established by the Nebraska Department of 
Environmental Quality in the Remedial Action Plan Monitoring Act, Neb. Rev. Stat. § 81-15,181 et. seq.  
 
 B. In addition to and not in limitation of the foregoing, with respect to the Third 
Party/Replacement BNSF Property from N Street Company, LLC (the "Alter Parcel"), prior to the Second 
BNSF Closing (subject, however, to the provisions of Section 11.1.1.2(c) above), City shall, at City's sole cost 
and expense, perform or cause to be performed the following actions:  
 

 1. Undertake excavation, removal, and appropriate handling and disposal of at least four 
feet (4') of material as measured from the top of BNSF's planned sub grade elevations.  The 
excavation, removal, handling and disposal of such material shall be performed in accordance with: (i) 
all applicable Environmental Laws and (ii) all engineering requirements, geotechnical standards, and 
all other standards, requirements and specifications of BNSF for railroad track construction and/or 
relocation, such requirements, standards and specifications to be in BNSF's sole and absolute 
discretion. 
 
 2. Notwithstanding the foregoing, however, if geotechnical studies performed by the 
parties in accordance with a scope and workplan mutually developed by the parties and approved by 
BNSF indicate that additional material should be excavated and removed, City shall excavate, 
remove, and appropriately handle and dispose of, such additional material in accordance with the 
provisions of Paragraph B.1. above.   
 
 3. All excavations must be backfilled and compacted with clean soil to all engineering 
requirements, geotechnical standards, and all other standards, requirements and specifications of 
BNSF for railroad track construction and/or relocation, such requirements, standards and 
specifications to be in BNSF's sole and absolute discretion. 
 
  

 
 


