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STAFF REPORT July 19, 2013

Proposal:
The Nebraska Dept. of Administrative Services requests a certificate of appropriateness for work at
1526 K Street, the former Woodman/Assurity Building.

Discussion: .
The State of Nebraska acquired the office building at 1526 K Street several years ago.  Work is
on-going to prepare the structure for state offices.

Three exterior modifications to the site are proposed in conjunction with the renovation:

1. Addition of parking stalls within the ROW south and east of the building.
2. A ramp for the south entrance of the building.
3. A “smokers’ enclosure” northeast of the building, within the landscaped area.

L: Aerial view, ca 2010; R: existing (L St) & proposed parking stalls (K & 16  Sts.) shown in redth

See attached for larger views of proposals

The added parking stalls south and east of the building would require changes to the curbline and
pavement to create inset stalls.  As the south stalls in front of the building would be the only
curb-inset parking stalls on Capitol Square, it might be worth considering including only those
necessary or desired for handicapped access.  There are several handicapped-reserved parking
stalls on the south (Capitol) side of K Street, but locating handicapped parking across a wide
arterial street from a public building seems undesirable.  The insets on S. 16  do not face theth

Capitol and consequently are positioned in a less sensitive location
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A related modification to
the 1526 K Street site is
addition of a short ramp to
the west side of the central,
south entrance.  The simple,
concrete ramp with a steel
railing is positioned to avoid
an existing, symmetrically-
placed tree flanking the
entrance. The tree also helps
minimize the visual impact
of the ramp
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A third item is a proposal to create a smokers’ shelter adjacent to the 16  Street entrance to theth

north parking area of the property, within an area of turf and shrubs.  The proposed structure
resembles a bus shelter.
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The proposed changes have minimal impact on the appearance of the dignified 1526 Building,
especially if the K Street parking is minimized.  The building is an important neighbor in the
overall setting of Capitol Square and it appears the State’s work will maintain its simplicity and
dignity.

Q:\NCEC\REPORTS\2013\July 25.2.efz.wpd



From: Heacock, John
To: Ed Zimmer
Cc: Summers, Dennis; Anderson, Rodney
Subject: RE: Capitol Environs meeting
Date: Wednesday, June 26, 2013 11:40:40 AM
Attachments: image001.jpg

Capitol Environs meeting handout_7-25-13.pdf

Ed,
Per your request attached is the material for the following topics:

1.       Proposed street parking around the 1526 Building
2.       Proposed smoking enclosure with plan showing location
3.       Proposed ramp on south side of the 1526 Building

 
Note the following:

1.       Proposed street parking has been reviewed by the City of Lincoln Public Works and is
preliminary, pending approval by Capitol Environs and engineered drawings development.

2.       The east-west leg of the proposed south side ramp will move against the building, since
the tree is located to the north from where it is shown.  I will take a picture of the area for
the Commission to look at during the meeting.

 
Thank you,

John F. Heacock, AIA, NCARB
Capital Construction Analyst/Project Manager

521 S 14th St, Ste 400, Lincoln, Ne  68508
Phone:    402 471 0428
Cell:        402 326 2302
Fax:        402 471 0421
mailto:   john.heacock@nebraska.gov
Email:     www.das.state.ne.us/building

DASSBD Logo

 

From: Ed Zimmer [mailto:ezimmer@lincoln.ne.gov] 
Sent: Wednesday, June 26, 2013 11:15 AM
To: Heacock, John
Cc: Summers, Dennis; Anderson, Rodney
Subject: RE: Capitol Environs meeting
 
Very good.  I’ll put the project on the agenda for 7/25.  I’d like to mail materials to the Commission
the week before so it would be helpful to have them in hand by 7/15.
 
Ed
 
 

From: Heacock, John [mailto:john.heacock@nebraska.gov] 

mailto:john.heacock@nebraska.gov
mailto:ezimmer@lincoln.ne.gov
mailto:Dennis.Summers@nebraska.gov
mailto:rodney.anderson@nebraska.gov
mailto:john.heacock@nebraska.gov
http://www.das.state.ne.us/
mailto:john.heacock@nebraska.gov
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BUS STOP OPTION WITH FLAT ROOF AND DARK BRONZE METAL TO MATCH 1526 WINDOWS
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Nebraska
Administrative Services
1526 Building Remodel
1526 K Street
Lincoln, NE


155-056-10


PLANTING PLAN
SCALE:  1"=20'-0"


PARKING LOT STRIPING PLAN
SCALE:  1"=20'-0"


CONC. CONTRACTION JOINT
SCALE:  1 1/2"=1'-0"


1


TOOLED CONTRACTION JT


1/8" RADIUS TYP.


3/8" MAX


EXISTING GRADE


"d" TH CONC. PVMT. W/
6x6-W2.9x2.9 WWM


"d" = PVMT DEPTH
AS INDICATED ON
LAYOUT PLANS


CONCRETE EXPANSION JOINT
SCALE:  1 1/2"=1'-0"


3


1/8" RADIUS, TYP


SEALANT TO 1/4"
BELOW SURFACE


EXISTING PAVEMENT


'd' = PVMT DEPTH


AS INDICATED ON SITE LAYOUT PLAN
OC ALONG WALKS, DRIVE SLABS, &
STRUCTURES, BACK OF CURBS, 50'
LOCATE WHERE ABUTTING ALL
GENERAL NOTE:


EXISTING GRADE


W/ 6x6-W2.9 x W2.9 WWM


SCALE:  1 1/2"=1'-0"


CONCRETE CONSTRUCTION JOINT2


1/8" MAX RADIUS, TYP


KEYWAY


EXISTING GRADE


CONC PVMT
W/ 6x6-W2.9 x W2.9 WWM


1/2"


BACKERROD &


PREPARED SUBGRADE
(BASED ON GEOTECHNICAL
RECOMMENDATIONS)


PREPARED SUBGRADE
(BASED ON GEOTECHNICAL
RECOMMENDATIONS)


"d" = PVMT DEPTH AS
INDICATED ON LAYOUT PLANS


PREPARED SUBGRADE
(BASED ON GEOTECHNICAL
RECOMMENDATIONS)


LOCATE WHERE NOTED ON PLAN AS 'EJ'


PLANTING INSTALLATION DETAILS
SCALE:  1/2"=1'-0"9 (IN ALL SOIL TYPES)


TOPSOIL, TYP


WOOD MULCH ON PERENNIAL
PLANT BED, DO NOT COVER PLANTS


HORTICULTURAL PRACTICE
IN ACCORDANCE w/ STANDARD
6)  PRUNE, THIN & SHAPE SHRUBS
OR CONTAINER
AT WHICH IT GREW IN THE FIELD
5)  SET SHRUB AT SAME DEPTH


TOP 3-4" OF SOIL
3)  BREAK UP EXISTING SOIL
4)  PROVIDE NEW TOPSOIL
TO A DEPTH OF 24".


2)  THOROUGHLY MIX COMPOST IN


BACKFILL w/ SUITABLE


THOROUGHLY UNTIL NO


WHEN BACKFILL IS 2/3


MORE IS ABSORBED


COMPLETE, WATER


INITIAL WATERING:


SHRUB / PERENNIAL PLANTING NOTES:
1)  APPLY 3"TH BED OF SHREDDED


PREPARED PLANTING SOIL,
REF SPECIFICATION FOR
'MISCELLANEOUS PLANTING
MATERIALS'


1'-0"
TYP


5'-0"
MAX


1 1\2" OD GALV STEEL PIPE
HANDRAIL, TYP


1 1\2" OD PIPE SUPPORT GALV STEEL
POST, GRIND ALL WELDS SMOOTH, TYP


VARIES


12" TOTAL TREADS + 1 TREAD LENGTH 12"


1 1\2" OD GALV STEEL PIPE
HANDRAIL, TYP


SCALE:  1\2"=1'-0"


TYPICAL STAIR HANDRAIL7
SCALE:  1\2"=1'-0"


TYPICAL RAMP HANDRAIL8


1 1\2" OD PIPE SUPPORT GALV STEEL
POST, GRIND ALL WELDS SMOOTH, TYP


NOTE: SUPPORT POSTS SHALL BE SPACED
AT A MAXIMUM OF 5' APART BEFORE AN
INTERMEDIATE POST IS REQUIRED


SCALE:  1\2"=1'-0"


C.I.P. CONC STAIR6


3'-4" WIDE X 3'-4' DEEP GRADE
BEAM W/ 2-#5'S @ TOP & BTM W/ #4
STIRRUPS @ 18" O.C.


PREPARED SUBGRADE


C.I.P. CONC. STAIRWAY W/ STAIR
NOSING SET INTO TREADS, TYP
STAIR NOSING (OR APPROVED EQUAL):
MANUF: SAFE T METAL (800-886-7238)
MODEL: STYLE BF
COLOR: BLACK


'RIB-BAC' U-CHANNEL CABLE LINE POST, TYP


EXPANSION FILLER & SEALANT, TYP


8" DIA. SCH-40 STL PIPE FILLED W/ CONC,
PRIME & PAINT, COLOR: YELLOW


ACCESSIBLE PARKING SIGN BOLLARD
SCALE:  1/2"=1'-0"4


EXISTING ASPHALT PVMT, SAW CUT
FOR BOLLARD INSTALLATION, TYP


SET POST 12" INTO CONCRETE BOLLARD, TYP


"VAN ACCESSIBLE" SIGN, BOLT TO U-CHANNEL, IN
LOCATION INDICATED ON PLAN WITH 'VAN'


"ACCESSIBLE PARKING" SIGN, BOLT TO U-CHANNEL, SIGN
SHALL MEET ALL CITY OF LINCOLN AND A.D.A. CODES, TYP


SCALE:  1\2"=1'-0"


C.I.P. CONC WALL5


#4 LONGITUDINAL TYP OF 3


2x4 KEY WAY


#5 TRANSVERSE @ 12" OC


#4 DOWEL, TYP @ 12" OC W/ 62"
VERT LEG & 12" HOOK


12"


24"


12" W CIP CONCRETE WALL


REF GRADING PLAN FOR FINISH
GRADE ON BACK SIDE OF WALL, TYP


ADJACENT PAVEMENT, REF
GRADING PLAN FOR ELEVATION


1/2" EXPANSION JOINT, TYP


#4 HORIZ @ 12" OC


18" CONC PIER FOOTING


CORE DRILL AND GROUT SOLID
TO 6" MIN DEPTH


FIELD VERIFY STAIR
DIMENSIONS, TYP


CORE DRILL AND GROUT SOLID
TO 6" MIN DEPTH


BOTTOM RAIL ONLY NECESSARY
FOR RAMP AT SOUTH DOOR


1 1\2" OD GALV STEEL PIPE
WHEEL STOP, TYP


#5 EPOXY COATED REBAR AT
EACH NOSE, TYP


HANDRAIL POST, REF DETAIL 7,
THIS SHEET, TYP


14"14"14"


1
4"/12" SLOPE ON STEPS, TYP


PLANTING PLAN LEGEND


SEED TYPE 'A' GENERAL NOTES


ISSUED


#
?


? -  # SHEET HISTORY:


Planting Plan
Parking Lot Striping Plan
Site Details


L2.1


March 12, 2012


03/12/2012 AS PER CONSTRUCTION DOCUMENTS
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(6)  JCA
(20) VLM


SEED TYPE 'A'


SEED TYPE 'A'


(8) JCA
SEED TYPE 'A'


SEED AND FINE GRADE ANY
ADDITIONAL AREAS DISTURBED BY
CONSTRUCTION ACTIVITIES, TYP


NOTE:
ADJUST EXISTING IRRIGATION
SYSTEM TO WORK SIMILARLY WITH
NEW CONSTRUCTION,  REF SPEC


NOTE:
ADJUST EXISTING IRRIGATION
SYSTEM TO WORK SIMILARLY WITH
NEW CONSTRUCTION,  REF SPEC


SEED AND FINE GRADE ANY
ADDITIONAL AREAS DISTURBED BY
CONSTRUCTION ACTIVITIES, TYP


WORK WITHIN THIS AREA SHALL BE
BID AS ALTERNATE L-1


(VAN)


4
L2.1


ACCESSIBLE PARKING SIGN,
TYP OF 4, REF DETAIL


STRIPE EXISTING PARKING LOT
STALLS AS SHOWN, WHITE PAINT,
REF SPEC FOR PAINT TYPE


ACCESSIBLE STALL SYMBOL,
TYP OF 4, PER CITY OF
LINCOLN STANDARDS, TYP


STRIPE 5' WIDE CROSSWALK AS
SHOWN, ALIGN WITH BASEMENT
LEVEL BUILDING ENTRANCE, TYP


7'


EQ
EQ


6' L CONCRETE CURB STOP, TYP
OF 4, ATTACH WITH DOWELS PER
MANUF SPECS, TYP


MIN


STRIPE EXISTING PARKING
STALLS AS SHOWN TO ALLOW
FOR ACCESSIBLE LOADING
ZONES, TYP


L STREET


16TH STREET


Lincoln, NE 68508-2883


Kansas City, Missouri
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1010 Lincoln Mall, Suite 200
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Lincoln, NE


155-056-10
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SCALE:  1"=20'-0"


CONC. CONTRACTION JOINT
SCALE:  1 1/2"=1'-0"


1


TOOLED CONTRACTION JT


1/8" RADIUS TYP.


3/8" MAX


EXISTING GRADE


"d" TH CONC. PVMT. W/
6x6-W2.9x2.9 WWM


"d" = PVMT DEPTH
AS INDICATED ON
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CONCRETE EXPANSION JOINT
SCALE:  1 1/2"=1'-0"
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1/8" RADIUS, TYP


SEALANT TO 1/4"
BELOW SURFACE


EXISTING PAVEMENT


'd' = PVMT DEPTH


AS INDICATED ON SITE LAYOUT PLAN
OC ALONG WALKS, DRIVE SLABS, &
STRUCTURES, BACK OF CURBS, 50'
LOCATE WHERE ABUTTING ALL
GENERAL NOTE:


EXISTING GRADE


W/ 6x6-W2.9 x W2.9 WWM
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CONCRETE CONSTRUCTION JOINT2


1/8" MAX RADIUS, TYP


KEYWAY


EXISTING GRADE


CONC PVMT
W/ 6x6-W2.9 x W2.9 WWM


1/2"


BACKERROD &


PREPARED SUBGRADE
(BASED ON GEOTECHNICAL
RECOMMENDATIONS)


PREPARED SUBGRADE
(BASED ON GEOTECHNICAL
RECOMMENDATIONS)


"d" = PVMT DEPTH AS
INDICATED ON LAYOUT PLANS


PREPARED SUBGRADE
(BASED ON GEOTECHNICAL
RECOMMENDATIONS)


LOCATE WHERE NOTED ON PLAN AS 'EJ'


PLANTING INSTALLATION DETAILS
SCALE:  1/2"=1'-0"9 (IN ALL SOIL TYPES)


TOPSOIL, TYP


WOOD MULCH ON PERENNIAL
PLANT BED, DO NOT COVER PLANTS


HORTICULTURAL PRACTICE
IN ACCORDANCE w/ STANDARD
6)  PRUNE, THIN & SHAPE SHRUBS
OR CONTAINER
AT WHICH IT GREW IN THE FIELD
5)  SET SHRUB AT SAME DEPTH


TOP 3-4" OF SOIL
3)  BREAK UP EXISTING SOIL
4)  PROVIDE NEW TOPSOIL
TO A DEPTH OF 24".


2)  THOROUGHLY MIX COMPOST IN


BACKFILL w/ SUITABLE


THOROUGHLY UNTIL NO


WHEN BACKFILL IS 2/3


MORE IS ABSORBED


COMPLETE, WATER


INITIAL WATERING:


SHRUB / PERENNIAL PLANTING NOTES:
1)  APPLY 3"TH BED OF SHREDDED


PREPARED PLANTING SOIL,
REF SPECIFICATION FOR
'MISCELLANEOUS PLANTING
MATERIALS'


1'-0"
TYP


5'-0"
MAX


1 1\2" OD GALV STEEL PIPE
HANDRAIL, TYP


1 1\2" OD PIPE SUPPORT GALV STEEL
POST, GRIND ALL WELDS SMOOTH, TYP


VARIES


12" TOTAL TREADS + 1 TREAD LENGTH 12"


1 1\2" OD GALV STEEL PIPE
HANDRAIL, TYP


SCALE:  1\2"=1'-0"


TYPICAL STAIR HANDRAIL7
SCALE:  1\2"=1'-0"


TYPICAL RAMP HANDRAIL8


1 1\2" OD PIPE SUPPORT GALV STEEL
POST, GRIND ALL WELDS SMOOTH, TYP


NOTE: SUPPORT POSTS SHALL BE SPACED
AT A MAXIMUM OF 5' APART BEFORE AN
INTERMEDIATE POST IS REQUIRED


SCALE:  1\2"=1'-0"


C.I.P. CONC STAIR6


3'-4" WIDE X 3'-4' DEEP GRADE
BEAM W/ 2-#5'S @ TOP & BTM W/ #4
STIRRUPS @ 18" O.C.


PREPARED SUBGRADE


C.I.P. CONC. STAIRWAY W/ STAIR
NOSING SET INTO TREADS, TYP
STAIR NOSING (OR APPROVED EQUAL):
MANUF: SAFE T METAL (800-886-7238)
MODEL: STYLE BF
COLOR: BLACK


'RIB-BAC' U-CHANNEL CABLE LINE POST, TYP


EXPANSION FILLER & SEALANT, TYP


8" DIA. SCH-40 STL PIPE FILLED W/ CONC,
PRIME & PAINT, COLOR: YELLOW


ACCESSIBLE PARKING SIGN BOLLARD
SCALE:  1/2"=1'-0"4


EXISTING ASPHALT PVMT, SAW CUT
FOR BOLLARD INSTALLATION, TYP


SET POST 12" INTO CONCRETE BOLLARD, TYP


"VAN ACCESSIBLE" SIGN, BOLT TO U-CHANNEL, IN
LOCATION INDICATED ON PLAN WITH 'VAN'


"ACCESSIBLE PARKING" SIGN, BOLT TO U-CHANNEL, SIGN
SHALL MEET ALL CITY OF LINCOLN AND A.D.A. CODES, TYP


SCALE:  1\2"=1'-0"


C.I.P. CONC WALL5


#4 LONGITUDINAL TYP OF 3


2x4 KEY WAY


#5 TRANSVERSE @ 12" OC


#4 DOWEL, TYP @ 12" OC W/ 62"
VERT LEG & 12" HOOK


12"


24"


12" W CIP CONCRETE WALL


REF GRADING PLAN FOR FINISH
GRADE ON BACK SIDE OF WALL, TYP


ADJACENT PAVEMENT, REF
GRADING PLAN FOR ELEVATION


1/2" EXPANSION JOINT, TYP


#4 HORIZ @ 12" OC


18" CONC PIER FOOTING


CORE DRILL AND GROUT SOLID
TO 6" MIN DEPTH


FIELD VERIFY STAIR
DIMENSIONS, TYP


CORE DRILL AND GROUT SOLID
TO 6" MIN DEPTH


BOTTOM RAIL ONLY NECESSARY
FOR RAMP AT SOUTH DOOR


1 1\2" OD GALV STEEL PIPE
WHEEL STOP, TYP


#5 EPOXY COATED REBAR AT
EACH NOSE, TYP


HANDRAIL POST, REF DETAIL 7,
THIS SHEET, TYP
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1
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ADDITIONAL AREAS DISTURBED BY
CONSTRUCTION ACTIVITIES, TYP


NOTE:
ADJUST EXISTING IRRIGATION
SYSTEM TO WORK SIMILARLY WITH
NEW CONSTRUCTION,  REF SPEC


NOTE:
ADJUST EXISTING IRRIGATION
SYSTEM TO WORK SIMILARLY WITH
NEW CONSTRUCTION,  REF SPEC


SEED AND FINE GRADE ANY
ADDITIONAL AREAS DISTURBED BY
CONSTRUCTION ACTIVITIES, TYP


WORK WITHIN THIS AREA SHALL BE
BID AS ALTERNATE L-1


(VAN)


4
L2.1


ACCESSIBLE PARKING SIGN,
TYP OF 4, REF DETAIL


STRIPE EXISTING PARKING LOT
STALLS AS SHOWN, WHITE PAINT,
REF SPEC FOR PAINT TYPE


ACCESSIBLE STALL SYMBOL,
TYP OF 4, PER CITY OF
LINCOLN STANDARDS, TYP


STRIPE 5' WIDE CROSSWALK AS
SHOWN, ALIGN WITH BASEMENT
LEVEL BUILDING ENTRANCE, TYP


7'


EQ
EQ


6' L CONCRETE CURB STOP, TYP
OF 4, ATTACH WITH DOWELS PER
MANUF SPECS, TYP


MIN


STRIPE EXISTING PARKING
STALLS AS SHOWN TO ALLOW
FOR ACCESSIBLE LOADING
ZONES, TYP
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1526 Building Remodel
1526 K Street
Lincoln, NE


155-056-10


PLANTING PLAN
SCALE:  1"=20'-0"


PARKING LOT STRIPING PLAN
SCALE:  1"=20'-0"


CONC. CONTRACTION JOINT
SCALE:  1 1/2"=1'-0"


1


TOOLED CONTRACTION JT


1/8" RADIUS TYP.


3/8" MAX


EXISTING GRADE


"d" TH CONC. PVMT. W/
6x6-W2.9x2.9 WWM


"d" = PVMT DEPTH
AS INDICATED ON
LAYOUT PLANS


CONCRETE EXPANSION JOINT
SCALE:  1 1/2"=1'-0"


3


1/8" RADIUS, TYP


SEALANT TO 1/4"
BELOW SURFACE


EXISTING PAVEMENT


'd' = PVMT DEPTH


AS INDICATED ON SITE LAYOUT PLAN
OC ALONG WALKS, DRIVE SLABS, &
STRUCTURES, BACK OF CURBS, 50'
LOCATE WHERE ABUTTING ALL
GENERAL NOTE:


EXISTING GRADE


W/ 6x6-W2.9 x W2.9 WWM


SCALE:  1 1/2"=1'-0"


CONCRETE CONSTRUCTION JOINT2


1/8" MAX RADIUS, TYP


KEYWAY


EXISTING GRADE


CONC PVMT
W/ 6x6-W2.9 x W2.9 WWM


1/2"


BACKERROD &


PREPARED SUBGRADE
(BASED ON GEOTECHNICAL
RECOMMENDATIONS)


PREPARED SUBGRADE
(BASED ON GEOTECHNICAL
RECOMMENDATIONS)


"d" = PVMT DEPTH AS
INDICATED ON LAYOUT PLANS


PREPARED SUBGRADE
(BASED ON GEOTECHNICAL
RECOMMENDATIONS)


LOCATE WHERE NOTED ON PLAN AS 'EJ'


PLANTING INSTALLATION DETAILS
SCALE:  1/2"=1'-0"9 (IN ALL SOIL TYPES)


TOPSOIL, TYP


WOOD MULCH ON PERENNIAL
PLANT BED, DO NOT COVER PLANTS


HORTICULTURAL PRACTICE
IN ACCORDANCE w/ STANDARD
6)  PRUNE, THIN & SHAPE SHRUBS
OR CONTAINER
AT WHICH IT GREW IN THE FIELD
5)  SET SHRUB AT SAME DEPTH


TOP 3-4" OF SOIL
3)  BREAK UP EXISTING SOIL
4)  PROVIDE NEW TOPSOIL
TO A DEPTH OF 24".


2)  THOROUGHLY MIX COMPOST IN


BACKFILL w/ SUITABLE


THOROUGHLY UNTIL NO


WHEN BACKFILL IS 2/3


MORE IS ABSORBED


COMPLETE, WATER


INITIAL WATERING:


SHRUB / PERENNIAL PLANTING NOTES:
1)  APPLY 3"TH BED OF SHREDDED


PREPARED PLANTING SOIL,
REF SPECIFICATION FOR
'MISCELLANEOUS PLANTING
MATERIALS'


1'-0"
TYP


5'-0"
MAX


1 1\2" OD GALV STEEL PIPE
HANDRAIL, TYP


1 1\2" OD PIPE SUPPORT GALV STEEL
POST, GRIND ALL WELDS SMOOTH, TYP


VARIES


12" TOTAL TREADS + 1 TREAD LENGTH 12"


1 1\2" OD GALV STEEL PIPE
HANDRAIL, TYP


SCALE:  1\2"=1'-0"


TYPICAL STAIR HANDRAIL7
SCALE:  1\2"=1'-0"


TYPICAL RAMP HANDRAIL8


1 1\2" OD PIPE SUPPORT GALV STEEL
POST, GRIND ALL WELDS SMOOTH, TYP


NOTE: SUPPORT POSTS SHALL BE SPACED
AT A MAXIMUM OF 5' APART BEFORE AN
INTERMEDIATE POST IS REQUIRED


SCALE:  1\2"=1'-0"


C.I.P. CONC STAIR6


3'-4" WIDE X 3'-4' DEEP GRADE
BEAM W/ 2-#5'S @ TOP & BTM W/ #4
STIRRUPS @ 18" O.C.


PREPARED SUBGRADE


C.I.P. CONC. STAIRWAY W/ STAIR
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STAIR NOSING (OR APPROVED EQUAL):
MANUF: SAFE T METAL (800-886-7238)
MODEL: STYLE BF
COLOR: BLACK


'RIB-BAC' U-CHANNEL CABLE LINE POST, TYP


EXPANSION FILLER & SEALANT, TYP


8" DIA. SCH-40 STL PIPE FILLED W/ CONC,
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SCALE:  1/2"=1'-0"4


EXISTING ASPHALT PVMT, SAW CUT
FOR BOLLARD INSTALLATION, TYP


SET POST 12" INTO CONCRETE BOLLARD, TYP
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"ACCESSIBLE PARKING" SIGN, BOLT TO U-CHANNEL, SIGN
SHALL MEET ALL CITY OF LINCOLN AND A.D.A. CODES, TYP


SCALE:  1\2"=1'-0"


C.I.P. CONC WALL5


#4 LONGITUDINAL TYP OF 3


2x4 KEY WAY


#5 TRANSVERSE @ 12" OC


#4 DOWEL, TYP @ 12" OC W/ 62"
VERT LEG & 12" HOOK


12"


24"


12" W CIP CONCRETE WALL


REF GRADING PLAN FOR FINISH
GRADE ON BACK SIDE OF WALL, TYP


ADJACENT PAVEMENT, REF
GRADING PLAN FOR ELEVATION


1/2" EXPANSION JOINT, TYP


#4 HORIZ @ 12" OC


18" CONC PIER FOOTING


CORE DRILL AND GROUT SOLID
TO 6" MIN DEPTH


FIELD VERIFY STAIR
DIMENSIONS, TYP


CORE DRILL AND GROUT SOLID
TO 6" MIN DEPTH


BOTTOM RAIL ONLY NECESSARY
FOR RAMP AT SOUTH DOOR


1 1\2" OD GALV STEEL PIPE
WHEEL STOP, TYP


#5 EPOXY COATED REBAR AT
EACH NOSE, TYP


HANDRAIL POST, REF DETAIL 7,
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1
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PLANTING PLAN LEGEND
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Planting Plan
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Site Details


L2.1


March 12, 2012


03/12/2012 AS PER CONSTRUCTION DOCUMENTS
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Text Box

PAINT ALL STEEL RAILINGS WITH 1. PRIME COAT: PPG AMERLOCK 2 EPOXY COATING AND 2. TOP COAT: PPG AMERCOAT 450 ACRYLIC ALIPHATIC POLYURETHANE IN SEMI-GLOSS BLACK COLOR TO MATCH OTHER RAILINGS THAT WERE ADDED AS PART OF THE GENERAL CONSTRUCTION CONTRACT.





		1526 Building street parking_6-10-13

		1526 smoking enclosure options

		Parking striping_5-7-13

		Parking striping_5-7-13

		sign bollard

		parking Model (1)

		Binder1

		Option B_w smoking

		100% Landscape

		L11

		Paper



		L21

		Paper





		100% Landscape1

		L11

		Paper



		L21

		Paper











		20130509042711588

		Smoking enclosure



		1526 South Ramp_rev

		Demo

		155056-L11

		Paper



		155056-L21

		Paper





		Grading

		155056-L11

		Paper



		155056-L21

		Paper





		Planting

		155056-L11

		Paper



		155056-L21

		Paper





		Planting Legend

		155056-L11

		Paper



		155056-L21

		Paper





		Joint details

		155056-L11

		Paper



		155056-L21

		Paper





		Planting Detail

		155056-L11

		Paper



		155056-L21

		Paper















Sent: Wednesday, June 26, 2013 8:57 AM
To: Ed Zimmer
Cc: Summers, Dennis; Anderson, Rodney
Subject: Capitol Environs meeting
 
Ed,
Rod Anderson and Dennis Summers will represent the State at the Capitol Environs meeting
scheduled for 7/25.
 
Thank you,

John F. Heacock, AIA, NCARB
Capital Construction Analyst/Project Manager

521 S 14th St, Ste 400, Lincoln, Ne  68508
Phone:    402 471 0428
Cell:        402 326 2302
Fax:        402 471 0421
mailto:   john.heacock@nebraska.gov
Email:     www.das.state.ne.us/building

DASSBD Logo

 
 

CONFIDENTIALITY NOTICE: This e-mail message, including any attachments, is for the sole use of the intended recipient(s) and
may contain confidential and privileged information. Any unauthorized review, use, disclosure or distribution is prohibited. If you are not
the intended recipient, please contact the sender by reply e-mail and destroy all  copies of the original message.

mailto:john.heacock@nebraska.gov
http://www.das.state.ne.us/
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BUS STOP OPTION WITH FLAT ROOF AND DARK BRONZE METAL TO MATCH 1526 WINDOWS
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RAMP 1:12

REPLACE CONC STEPS
AS SHOWN, REF DETAIL

BUILD NEW 5" TH
REINF CONC WALK AS
SHOWN, REF DETAILS

RAMP 1:12

RAMP 1:12

PATCH WALL FACE
WITH CONCRETE
WHERE PREVIOUSLY
UNEXPOSED, TYP

CUT EXISTING WALL
AS SHOWN, PATCH
TO MATCH EXISTING

CUT EXISTING WALL AS SHOWN, PATCH
EXPOSED FACES WITH REMOVED
MATERIAL TO MATCH EXISTING

ADD NEW HANDRAIL ALONG
RAMP AS SHOWN, BOTH
SIDES TYP, REF DETAIL

ADD NEW HANDRAIL TO
STAIR, TYP OF 2, REF DTL

BUILD NEW 5" TH REINF CONC
WALK AS SHOWN, REF DETAIL

REMOVE VEGETATION
AS REQUIRED FOR NEW
CONSTRUCTION

REMOVE SHRUBS AS
REQUIRED FOR NEW
CONSTRUCTION

5.00' 14.00'

5.00'
15.00'

5.00'

5'R 5'R

5.00'

±11.09'

EXISTING BUILDING

'K' STREET

16TH STREET

CENTENNIAL MALL

REMOVE EXISTING
HANDRAILS, TYP 1
PER STAIR.  PATCH
HOLES WITH CONC.

5
L2.1

NEW C.I.P. CONCRETE
WALL, REF DETAIL±23.47'

±11.16'±28.68'

DEMO AND REMOVE
EXISTING CONC STEPPING
BLOCKS, TYP OF 9

1-3
L2.1

6
L2.1

7
L2.1

8
L2.1

1-3
L2.1

BUILD NEW 5" TH
REINF CONC RAMP AS
SHOWN, REF DETAIL

1-3
L2.1

INSTALL HANDRAIL ALONG
RAMP AS SHOWN, BOTH
SIDES TYP, REF DETAIL

ADD NEW HANDRAIL TO
STAIR, TYP OF 3, REF DTL

7
L2.1

8
L2.1

PRESERVE AND PROTECT
EXISTING TREE

BUILD NEW 5" TH
REINF CONC WALK AS
SHOWN, REF DETAIL

1-3
L2.1

ADD NEW HANDRAIL TO
STAIR, TYP OF 2, REF DTL

7
L2.1

12"ADD NEW HANDRAIL TO
STAIR, TYP OF 4, REF DTL

7
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EQ
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EJ

5'

WORK WITHIN THIS
AREA SHALL BE BID
AS ALTERNATE L-1

WORK WITHIN THIS
AREA SHALL BE BID
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WORK WITHIN THIS
AREA SHALL BE BID
AS ALTERNATE L-1
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RAMP 1:12 MAX

RAMP 1:12 MAX

RAMP 1:12 MAX

4.9% MAX
SLOPE

NOTE: GRADES IN THIS AREA ARE
DESIGNED TO MEET THE
ELEVATIONS OF THE CENTENNIAL
MALL RENOVATION PROJECT.  IF THE
CENTENNIAL MALL PROJECT HAS
NOT STARTED, ADJUST SIDEWALK
ELEVATIONS TO MATCH EXISTING

97

98

97

EXISTING BUILDING
FFE = 100.00'

SPT
98.00

ME

SPT 98.80

SPT 97.68

5%
 MAX

SLOPE

WORK WITHIN THIS AREA SHALL
BE BID AS ALTERNATE L-1

WORK WITHIN THIS AREA SHALL
BE BID AS ALTERNATE L-1

Lincoln, NE 68508-2883

Kansas City, Missouri

402 477.9291   Fax 402 477.6542
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1526 K Street
Lincoln, NE

155-056-10

SITE DEMOLITION / LAYOUT PLAN
SCALE:  1"=10'-0"

SITE GRADING PLAN
SCALE:  1"=10'-0"

ISSUED

#
?

? -  # SHEET HISTORY:

Site Demolition/
Layout Plan,
Site Grading Plan

L1.1
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SITE GRADING PLAN
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(6)  JCA
(20) VLM

SEED TYPE 'A'

SEED TYPE 'A'

(8) JCA
SEED TYPE 'A'

SEED AND FINE GRADE ANY
ADDITIONAL AREAS DISTURBED BY
CONSTRUCTION ACTIVITIES, TYP

NOTE:
ADJUST EXISTING IRRIGATION
SYSTEM TO WORK SIMILARLY WITH
NEW CONSTRUCTION,  REF SPEC

NOTE:
ADJUST EXISTING IRRIGATION
SYSTEM TO WORK SIMILARLY WITH
NEW CONSTRUCTION,  REF SPEC

SEED AND FINE GRADE ANY
ADDITIONAL AREAS DISTURBED BY
CONSTRUCTION ACTIVITIES, TYP

WORK WITHIN THIS AREA SHALL BE
BID AS ALTERNATE L-1

(VAN)

4
L2.1

ACCESSIBLE PARKING SIGN,
TYP OF 4, REF DETAIL

STRIPE EXISTING PARKING LOT
STALLS AS SHOWN, WHITE PAINT,
REF SPEC FOR PAINT TYPE

ACCESSIBLE STALL SYMBOL,
TYP OF 4, PER CITY OF
LINCOLN STANDARDS, TYP

STRIPE 5' WIDE CROSSWALK AS
SHOWN, ALIGN WITH BASEMENT
LEVEL BUILDING ENTRANCE, TYP

7'

EQ
EQ

6' L CONCRETE CURB STOP, TYP
OF 4, ATTACH WITH DOWELS PER
MANUF SPECS, TYP

MIN

STRIPE EXISTING PARKING
STALLS AS SHOWN TO ALLOW
FOR ACCESSIBLE LOADING
ZONES, TYP

L STREET

16TH STREET
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Lincoln, NE

155-056-10

PLANTING PLAN
SCALE:  1"=20'-0"

PARKING LOT STRIPING PLAN
SCALE:  1"=20'-0"

CONC. CONTRACTION JOINT
SCALE:  1 1/2"=1'-0"

1

TOOLED CONTRACTION JT

1/8" RADIUS TYP.

3/8" MAX

EXISTING GRADE

"d" TH CONC. PVMT. W/
6x6-W2.9x2.9 WWM

"d" = PVMT DEPTH
AS INDICATED ON
LAYOUT PLANS

CONCRETE EXPANSION JOINT
SCALE:  1 1/2"=1'-0"

3

1/8" RADIUS, TYP

SEALANT TO 1/4"
BELOW SURFACE

EXISTING PAVEMENT

'd' = PVMT DEPTH

AS INDICATED ON SITE LAYOUT PLAN
OC ALONG WALKS, DRIVE SLABS, &
STRUCTURES, BACK OF CURBS, 50'
LOCATE WHERE ABUTTING ALL
GENERAL NOTE:

EXISTING GRADE

W/ 6x6-W2.9 x W2.9 WWM

SCALE:  1 1/2"=1'-0"

CONCRETE CONSTRUCTION JOINT2

1/8" MAX RADIUS, TYP

KEYWAY

EXISTING GRADE

CONC PVMT
W/ 6x6-W2.9 x W2.9 WWM

1/2"

BACKERROD &

PREPARED SUBGRADE
(BASED ON GEOTECHNICAL
RECOMMENDATIONS)

PREPARED SUBGRADE
(BASED ON GEOTECHNICAL
RECOMMENDATIONS)

"d" = PVMT DEPTH AS
INDICATED ON LAYOUT PLANS

PREPARED SUBGRADE
(BASED ON GEOTECHNICAL
RECOMMENDATIONS)

LOCATE WHERE NOTED ON PLAN AS 'EJ'

PLANTING INSTALLATION DETAILS
SCALE:  1/2"=1'-0"9 (IN ALL SOIL TYPES)

TOPSOIL, TYP

WOOD MULCH ON PERENNIAL
PLANT BED, DO NOT COVER PLANTS

HORTICULTURAL PRACTICE
IN ACCORDANCE w/ STANDARD
6)  PRUNE, THIN & SHAPE SHRUBS
OR CONTAINER
AT WHICH IT GREW IN THE FIELD
5)  SET SHRUB AT SAME DEPTH

TOP 3-4" OF SOIL
3)  BREAK UP EXISTING SOIL
4)  PROVIDE NEW TOPSOIL
TO A DEPTH OF 24".

2)  THOROUGHLY MIX COMPOST IN

BACKFILL w/ SUITABLE

THOROUGHLY UNTIL NO

WHEN BACKFILL IS 2/3

MORE IS ABSORBED

COMPLETE, WATER

INITIAL WATERING:

SHRUB / PERENNIAL PLANTING NOTES:
1)  APPLY 3"TH BED OF SHREDDED

PREPARED PLANTING SOIL,
REF SPECIFICATION FOR
'MISCELLANEOUS PLANTING
MATERIALS'

1'-0"
TYP

5'-0"
MAX

1 1\2" OD GALV STEEL PIPE
HANDRAIL, TYP

1 1\2" OD PIPE SUPPORT GALV STEEL
POST, GRIND ALL WELDS SMOOTH, TYP

VARIES

12" TOTAL TREADS + 1 TREAD LENGTH 12"

1 1\2" OD GALV STEEL PIPE
HANDRAIL, TYP

SCALE:  1\2"=1'-0"

TYPICAL STAIR HANDRAIL7
SCALE:  1\2"=1'-0"

TYPICAL RAMP HANDRAIL8

1 1\2" OD PIPE SUPPORT GALV STEEL
POST, GRIND ALL WELDS SMOOTH, TYP

NOTE: SUPPORT POSTS SHALL BE SPACED
AT A MAXIMUM OF 5' APART BEFORE AN
INTERMEDIATE POST IS REQUIRED

SCALE:  1\2"=1'-0"

C.I.P. CONC STAIR6

3'-4" WIDE X 3'-4' DEEP GRADE
BEAM W/ 2-#5'S @ TOP & BTM W/ #4
STIRRUPS @ 18" O.C.

PREPARED SUBGRADE

C.I.P. CONC. STAIRWAY W/ STAIR
NOSING SET INTO TREADS, TYP
STAIR NOSING (OR APPROVED EQUAL):
MANUF: SAFE T METAL (800-886-7238)
MODEL: STYLE BF
COLOR: BLACK

'RIB-BAC' U-CHANNEL CABLE LINE POST, TYP

EXPANSION FILLER & SEALANT, TYP

8" DIA. SCH-40 STL PIPE FILLED W/ CONC,
PRIME & PAINT, COLOR: YELLOW

ACCESSIBLE PARKING SIGN BOLLARD
SCALE:  1/2"=1'-0"4

EXISTING ASPHALT PVMT, SAW CUT
FOR BOLLARD INSTALLATION, TYP

SET POST 12" INTO CONCRETE BOLLARD, TYP

"VAN ACCESSIBLE" SIGN, BOLT TO U-CHANNEL, IN
LOCATION INDICATED ON PLAN WITH 'VAN'

"ACCESSIBLE PARKING" SIGN, BOLT TO U-CHANNEL, SIGN
SHALL MEET ALL CITY OF LINCOLN AND A.D.A. CODES, TYP

SCALE:  1\2"=1'-0"

C.I.P. CONC WALL5

#4 LONGITUDINAL TYP OF 3

2x4 KEY WAY

#5 TRANSVERSE @ 12" OC

#4 DOWEL, TYP @ 12" OC W/ 62"
VERT LEG & 12" HOOK

12"

24"

12" W CIP CONCRETE WALL

REF GRADING PLAN FOR FINISH
GRADE ON BACK SIDE OF WALL, TYP

ADJACENT PAVEMENT, REF
GRADING PLAN FOR ELEVATION

1/2" EXPANSION JOINT, TYP

#4 HORIZ @ 12" OC

18" CONC PIER FOOTING

CORE DRILL AND GROUT SOLID
TO 6" MIN DEPTH

FIELD VERIFY STAIR
DIMENSIONS, TYP

CORE DRILL AND GROUT SOLID
TO 6" MIN DEPTH

BOTTOM RAIL ONLY NECESSARY
FOR RAMP AT SOUTH DOOR

1 1\2" OD GALV STEEL PIPE
WHEEL STOP, TYP

#5 EPOXY COATED REBAR AT
EACH NOSE, TYP

HANDRAIL POST, REF DETAIL 7,
THIS SHEET, TYP

14"14"14"

1
4"/12" SLOPE ON STEPS, TYP

PLANTING PLAN LEGEND

SEED TYPE 'A' GENERAL NOTES

ISSUED

#
?

? -  # SHEET HISTORY:

Planting Plan
Parking Lot Striping Plan
Site Details

L2.1

March 12, 2012

03/12/2012 AS PER CONSTRUCTION DOCUMENTS
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4
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TYP OF 4, REF DETAIL

STRIPE EXISTING PARKING LOT
STALLS AS SHOWN, WHITE PAINT,
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ACCESSIBLE STALL SYMBOL,
TYP OF 4, PER CITY OF
LINCOLN STANDARDS, TYP

STRIPE 5' WIDE CROSSWALK AS
SHOWN, ALIGN WITH BASEMENT
LEVEL BUILDING ENTRANCE, TYP

7'

EQ
EQ

6' L CONCRETE CURB STOP, TYP
OF 4, ATTACH WITH DOWELS PER
MANUF SPECS, TYP

MIN

STRIPE EXISTING PARKING
STALLS AS SHOWN TO ALLOW
FOR ACCESSIBLE LOADING
ZONES, TYP
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CONC. CONTRACTION JOINT
SCALE:  1 1/2"=1'-0"

1

TOOLED CONTRACTION JT

1/8" RADIUS TYP.

3/8" MAX

EXISTING GRADE

"d" TH CONC. PVMT. W/
6x6-W2.9x2.9 WWM

"d" = PVMT DEPTH
AS INDICATED ON
LAYOUT PLANS

CONCRETE EXPANSION JOINT
SCALE:  1 1/2"=1'-0"

3

1/8" RADIUS, TYP

SEALANT TO 1/4"
BELOW SURFACE

EXISTING PAVEMENT

'd' = PVMT DEPTH

AS INDICATED ON SITE LAYOUT PLAN
OC ALONG WALKS, DRIVE SLABS, &
STRUCTURES, BACK OF CURBS, 50'
LOCATE WHERE ABUTTING ALL
GENERAL NOTE:

EXISTING GRADE

W/ 6x6-W2.9 x W2.9 WWM
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CONCRETE CONSTRUCTION JOINT2

1/8" MAX RADIUS, TYP

KEYWAY

EXISTING GRADE

CONC PVMT
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BACKERROD &

PREPARED SUBGRADE
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PREPARED SUBGRADE
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RECOMMENDATIONS)

"d" = PVMT DEPTH AS
INDICATED ON LAYOUT PLANS

PREPARED SUBGRADE
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RECOMMENDATIONS)

LOCATE WHERE NOTED ON PLAN AS 'EJ'

PLANTING INSTALLATION DETAILS
SCALE:  1/2"=1'-0"9 (IN ALL SOIL TYPES)

TOPSOIL, TYP

WOOD MULCH ON PERENNIAL
PLANT BED, DO NOT COVER PLANTS

HORTICULTURAL PRACTICE
IN ACCORDANCE w/ STANDARD
6)  PRUNE, THIN & SHAPE SHRUBS
OR CONTAINER
AT WHICH IT GREW IN THE FIELD
5)  SET SHRUB AT SAME DEPTH

TOP 3-4" OF SOIL
3)  BREAK UP EXISTING SOIL
4)  PROVIDE NEW TOPSOIL
TO A DEPTH OF 24".

2)  THOROUGHLY MIX COMPOST IN

BACKFILL w/ SUITABLE

THOROUGHLY UNTIL NO

WHEN BACKFILL IS 2/3

MORE IS ABSORBED

COMPLETE, WATER

INITIAL WATERING:

SHRUB / PERENNIAL PLANTING NOTES:
1)  APPLY 3"TH BED OF SHREDDED

PREPARED PLANTING SOIL,
REF SPECIFICATION FOR
'MISCELLANEOUS PLANTING
MATERIALS'

1'-0"
TYP

5'-0"
MAX

1 1\2" OD GALV STEEL PIPE
HANDRAIL, TYP

1 1\2" OD PIPE SUPPORT GALV STEEL
POST, GRIND ALL WELDS SMOOTH, TYP

VARIES

12" TOTAL TREADS + 1 TREAD LENGTH 12"

1 1\2" OD GALV STEEL PIPE
HANDRAIL, TYP

SCALE:  1\2"=1'-0"

TYPICAL STAIR HANDRAIL7
SCALE:  1\2"=1'-0"

TYPICAL RAMP HANDRAIL8

1 1\2" OD PIPE SUPPORT GALV STEEL
POST, GRIND ALL WELDS SMOOTH, TYP

NOTE: SUPPORT POSTS SHALL BE SPACED
AT A MAXIMUM OF 5' APART BEFORE AN
INTERMEDIATE POST IS REQUIRED

SCALE:  1\2"=1'-0"

C.I.P. CONC STAIR6

3'-4" WIDE X 3'-4' DEEP GRADE
BEAM W/ 2-#5'S @ TOP & BTM W/ #4
STIRRUPS @ 18" O.C.

PREPARED SUBGRADE

C.I.P. CONC. STAIRWAY W/ STAIR
NOSING SET INTO TREADS, TYP
STAIR NOSING (OR APPROVED EQUAL):
MANUF: SAFE T METAL (800-886-7238)
MODEL: STYLE BF
COLOR: BLACK

'RIB-BAC' U-CHANNEL CABLE LINE POST, TYP

EXPANSION FILLER & SEALANT, TYP

8" DIA. SCH-40 STL PIPE FILLED W/ CONC,
PRIME & PAINT, COLOR: YELLOW

ACCESSIBLE PARKING SIGN BOLLARD
SCALE:  1/2"=1'-0"4

EXISTING ASPHALT PVMT, SAW CUT
FOR BOLLARD INSTALLATION, TYP

SET POST 12" INTO CONCRETE BOLLARD, TYP

"VAN ACCESSIBLE" SIGN, BOLT TO U-CHANNEL, IN
LOCATION INDICATED ON PLAN WITH 'VAN'

"ACCESSIBLE PARKING" SIGN, BOLT TO U-CHANNEL, SIGN
SHALL MEET ALL CITY OF LINCOLN AND A.D.A. CODES, TYP

SCALE:  1\2"=1'-0"

C.I.P. CONC WALL5

#4 LONGITUDINAL TYP OF 3

2x4 KEY WAY

#5 TRANSVERSE @ 12" OC

#4 DOWEL, TYP @ 12" OC W/ 62"
VERT LEG & 12" HOOK

12"

24"

12" W CIP CONCRETE WALL

REF GRADING PLAN FOR FINISH
GRADE ON BACK SIDE OF WALL, TYP

ADJACENT PAVEMENT, REF
GRADING PLAN FOR ELEVATION

1/2" EXPANSION JOINT, TYP

#4 HORIZ @ 12" OC

18" CONC PIER FOOTING

CORE DRILL AND GROUT SOLID
TO 6" MIN DEPTH

FIELD VERIFY STAIR
DIMENSIONS, TYP

CORE DRILL AND GROUT SOLID
TO 6" MIN DEPTH

BOTTOM RAIL ONLY NECESSARY
FOR RAMP AT SOUTH DOOR

1 1\2" OD GALV STEEL PIPE
WHEEL STOP, TYP

#5 EPOXY COATED REBAR AT
EACH NOSE, TYP

HANDRAIL POST, REF DETAIL 7,
THIS SHEET, TYP

14"14"14"

1
4"/12" SLOPE ON STEPS, TYP

PLANTING PLAN LEGEND

SEED TYPE 'A' GENERAL NOTES

ISSUED

#
?

? -  # SHEET HISTORY:

Planting Plan
Parking Lot Striping Plan
Site Details

L2.1

March 12, 2012

03/12/2012 AS PER CONSTRUCTION DOCUMENTS
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(6)  JCA
(20) VLM

SEED TYPE 'A'

SEED TYPE 'A'

(8) JCA
SEED TYPE 'A'

SEED AND FINE GRADE ANY
ADDITIONAL AREAS DISTURBED BY
CONSTRUCTION ACTIVITIES, TYP

NOTE:
ADJUST EXISTING IRRIGATION
SYSTEM TO WORK SIMILARLY WITH
NEW CONSTRUCTION,  REF SPEC

NOTE:
ADJUST EXISTING IRRIGATION
SYSTEM TO WORK SIMILARLY WITH
NEW CONSTRUCTION,  REF SPEC

SEED AND FINE GRADE ANY
ADDITIONAL AREAS DISTURBED BY
CONSTRUCTION ACTIVITIES, TYP

WORK WITHIN THIS AREA SHALL BE
BID AS ALTERNATE L-1

(VAN)

4
L2.1

ACCESSIBLE PARKING SIGN,
TYP OF 4, REF DETAIL

STRIPE EXISTING PARKING LOT
STALLS AS SHOWN, WHITE PAINT,
REF SPEC FOR PAINT TYPE

ACCESSIBLE STALL SYMBOL,
TYP OF 4, PER CITY OF
LINCOLN STANDARDS, TYP

STRIPE 5' WIDE CROSSWALK AS
SHOWN, ALIGN WITH BASEMENT
LEVEL BUILDING ENTRANCE, TYP

7'

EQ
EQ

6' L CONCRETE CURB STOP, TYP
OF 4, ATTACH WITH DOWELS PER
MANUF SPECS, TYP

MIN

STRIPE EXISTING PARKING
STALLS AS SHOWN TO ALLOW
FOR ACCESSIBLE LOADING
ZONES, TYP

L STREET

16TH STREET

Lincoln, NE 68508-2883

Kansas City, Missouri

402 477.9291   Fax 402 477.6542

www.clarkenersen.com

1010 Lincoln Mall, Suite 200

Landscape Architecture

Lincoln, Nebraska

Interiors
Engineering

Architecture

TCEP No.:
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Nebraska
Administrative Services
1526 Building Remodel
1526 K Street
Lincoln, NE

155-056-10

PLANTING PLAN
SCALE:  1"=20'-0"

PARKING LOT STRIPING PLAN
SCALE:  1"=20'-0"

CONC. CONTRACTION JOINT
SCALE:  1 1/2"=1'-0"

1

TOOLED CONTRACTION JT

1/8" RADIUS TYP.

3/8" MAX

EXISTING GRADE

"d" TH CONC. PVMT. W/
6x6-W2.9x2.9 WWM

"d" = PVMT DEPTH
AS INDICATED ON
LAYOUT PLANS

CONCRETE EXPANSION JOINT
SCALE:  1 1/2"=1'-0"

3

1/8" RADIUS, TYP

SEALANT TO 1/4"
BELOW SURFACE

EXISTING PAVEMENT

'd' = PVMT DEPTH

AS INDICATED ON SITE LAYOUT PLAN
OC ALONG WALKS, DRIVE SLABS, &
STRUCTURES, BACK OF CURBS, 50'
LOCATE WHERE ABUTTING ALL
GENERAL NOTE:

EXISTING GRADE

W/ 6x6-W2.9 x W2.9 WWM

SCALE:  1 1/2"=1'-0"

CONCRETE CONSTRUCTION JOINT2

1/8" MAX RADIUS, TYP

KEYWAY

EXISTING GRADE

CONC PVMT
W/ 6x6-W2.9 x W2.9 WWM

1/2"

BACKERROD &

PREPARED SUBGRADE
(BASED ON GEOTECHNICAL
RECOMMENDATIONS)

PREPARED SUBGRADE
(BASED ON GEOTECHNICAL
RECOMMENDATIONS)

"d" = PVMT DEPTH AS
INDICATED ON LAYOUT PLANS

PREPARED SUBGRADE
(BASED ON GEOTECHNICAL
RECOMMENDATIONS)

LOCATE WHERE NOTED ON PLAN AS 'EJ'

PLANTING INSTALLATION DETAILS
SCALE:  1/2"=1'-0"9 (IN ALL SOIL TYPES)

TOPSOIL, TYP

WOOD MULCH ON PERENNIAL
PLANT BED, DO NOT COVER PLANTS

HORTICULTURAL PRACTICE
IN ACCORDANCE w/ STANDARD
6)  PRUNE, THIN & SHAPE SHRUBS
OR CONTAINER
AT WHICH IT GREW IN THE FIELD
5)  SET SHRUB AT SAME DEPTH

TOP 3-4" OF SOIL
3)  BREAK UP EXISTING SOIL
4)  PROVIDE NEW TOPSOIL
TO A DEPTH OF 24".

2)  THOROUGHLY MIX COMPOST IN

BACKFILL w/ SUITABLE

THOROUGHLY UNTIL NO

WHEN BACKFILL IS 2/3

MORE IS ABSORBED

COMPLETE, WATER

INITIAL WATERING:

SHRUB / PERENNIAL PLANTING NOTES:
1)  APPLY 3"TH BED OF SHREDDED

PREPARED PLANTING SOIL,
REF SPECIFICATION FOR
'MISCELLANEOUS PLANTING
MATERIALS'

1'-0"
TYP

5'-0"
MAX

1 1\2" OD GALV STEEL PIPE
HANDRAIL, TYP

1 1\2" OD PIPE SUPPORT GALV STEEL
POST, GRIND ALL WELDS SMOOTH, TYP

VARIES

12" TOTAL TREADS + 1 TREAD LENGTH 12"

1 1\2" OD GALV STEEL PIPE
HANDRAIL, TYP

SCALE:  1\2"=1'-0"

TYPICAL STAIR HANDRAIL7
SCALE:  1\2"=1'-0"

TYPICAL RAMP HANDRAIL8

1 1\2" OD PIPE SUPPORT GALV STEEL
POST, GRIND ALL WELDS SMOOTH, TYP

NOTE: SUPPORT POSTS SHALL BE SPACED
AT A MAXIMUM OF 5' APART BEFORE AN
INTERMEDIATE POST IS REQUIRED

SCALE:  1\2"=1'-0"

C.I.P. CONC STAIR6

3'-4" WIDE X 3'-4' DEEP GRADE
BEAM W/ 2-#5'S @ TOP & BTM W/ #4
STIRRUPS @ 18" O.C.

PREPARED SUBGRADE

C.I.P. CONC. STAIRWAY W/ STAIR
NOSING SET INTO TREADS, TYP
STAIR NOSING (OR APPROVED EQUAL):
MANUF: SAFE T METAL (800-886-7238)
MODEL: STYLE BF
COLOR: BLACK

'RIB-BAC' U-CHANNEL CABLE LINE POST, TYP

EXPANSION FILLER & SEALANT, TYP

8" DIA. SCH-40 STL PIPE FILLED W/ CONC,
PRIME & PAINT, COLOR: YELLOW

ACCESSIBLE PARKING SIGN BOLLARD
SCALE:  1/2"=1'-0"4

EXISTING ASPHALT PVMT, SAW CUT
FOR BOLLARD INSTALLATION, TYP

SET POST 12" INTO CONCRETE BOLLARD, TYP

"VAN ACCESSIBLE" SIGN, BOLT TO U-CHANNEL, IN
LOCATION INDICATED ON PLAN WITH 'VAN'

"ACCESSIBLE PARKING" SIGN, BOLT TO U-CHANNEL, SIGN
SHALL MEET ALL CITY OF LINCOLN AND A.D.A. CODES, TYP

SCALE:  1\2"=1'-0"

C.I.P. CONC WALL5

#4 LONGITUDINAL TYP OF 3

2x4 KEY WAY

#5 TRANSVERSE @ 12" OC

#4 DOWEL, TYP @ 12" OC W/ 62"
VERT LEG & 12" HOOK

12"

24"

12" W CIP CONCRETE WALL

REF GRADING PLAN FOR FINISH
GRADE ON BACK SIDE OF WALL, TYP

ADJACENT PAVEMENT, REF
GRADING PLAN FOR ELEVATION

1/2" EXPANSION JOINT, TYP

#4 HORIZ @ 12" OC

18" CONC PIER FOOTING

CORE DRILL AND GROUT SOLID
TO 6" MIN DEPTH

FIELD VERIFY STAIR
DIMENSIONS, TYP

CORE DRILL AND GROUT SOLID
TO 6" MIN DEPTH

BOTTOM RAIL ONLY NECESSARY
FOR RAMP AT SOUTH DOOR

1 1\2" OD GALV STEEL PIPE
WHEEL STOP, TYP

#5 EPOXY COATED REBAR AT
EACH NOSE, TYP

HANDRAIL POST, REF DETAIL 7,
THIS SHEET, TYP

14"14"14"

1
4"/12" SLOPE ON STEPS, TYP

PLANTING PLAN LEGEND

SEED TYPE 'A' GENERAL NOTES
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SEED TYPE 'A'

SEED AND FINE GRADE ANY
ADDITIONAL AREAS DISTURBED BY
CONSTRUCTION ACTIVITIES, TYP

NOTE:
ADJUST EXISTING IRRIGATION
SYSTEM TO WORK SIMILARLY WITH
NEW CONSTRUCTION,  REF SPEC

NOTE:
ADJUST EXISTING IRRIGATION
SYSTEM TO WORK SIMILARLY WITH
NEW CONSTRUCTION,  REF SPEC

SEED AND FINE GRADE ANY
ADDITIONAL AREAS DISTURBED BY
CONSTRUCTION ACTIVITIES, TYP

WORK WITHIN THIS AREA SHALL BE
BID AS ALTERNATE L-1

(VAN)
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ACCESSIBLE PARKING SIGN,
TYP OF 4, REF DETAIL

STRIPE EXISTING PARKING LOT
STALLS AS SHOWN, WHITE PAINT,
REF SPEC FOR PAINT TYPE

ACCESSIBLE STALL SYMBOL,
TYP OF 4, PER CITY OF
LINCOLN STANDARDS, TYP

STRIPE 5' WIDE CROSSWALK AS
SHOWN, ALIGN WITH BASEMENT
LEVEL BUILDING ENTRANCE, TYP

7'

EQ
EQ

6' L CONCRETE CURB STOP, TYP
OF 4, ATTACH WITH DOWELS PER
MANUF SPECS, TYP

MIN

STRIPE EXISTING PARKING
STALLS AS SHOWN TO ALLOW
FOR ACCESSIBLE LOADING
ZONES, TYP
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Nebraska
Administrative Services
1526 Building Remodel
1526 K Street
Lincoln, NE

155-056-10

PLANTING PLAN
SCALE:  1"=20'-0"

PARKING LOT STRIPING PLAN
SCALE:  1"=20'-0"

CONC. CONTRACTION JOINT
SCALE:  1 1/2"=1'-0"

1

TOOLED CONTRACTION JT

1/8" RADIUS TYP.

3/8" MAX

EXISTING GRADE

"d" TH CONC. PVMT. W/
6x6-W2.9x2.9 WWM

"d" = PVMT DEPTH
AS INDICATED ON
LAYOUT PLANS

CONCRETE EXPANSION JOINT
SCALE:  1 1/2"=1'-0"

3

1/8" RADIUS, TYP

SEALANT TO 1/4"
BELOW SURFACE

EXISTING PAVEMENT

'd' = PVMT DEPTH

AS INDICATED ON SITE LAYOUT PLAN
OC ALONG WALKS, DRIVE SLABS, &
STRUCTURES, BACK OF CURBS, 50'
LOCATE WHERE ABUTTING ALL
GENERAL NOTE:

EXISTING GRADE

W/ 6x6-W2.9 x W2.9 WWM

SCALE:  1 1/2"=1'-0"

CONCRETE CONSTRUCTION JOINT2

1/8" MAX RADIUS, TYP

KEYWAY

EXISTING GRADE

CONC PVMT
W/ 6x6-W2.9 x W2.9 WWM

1/2"

BACKERROD &

PREPARED SUBGRADE
(BASED ON GEOTECHNICAL
RECOMMENDATIONS)

PREPARED SUBGRADE
(BASED ON GEOTECHNICAL
RECOMMENDATIONS)

"d" = PVMT DEPTH AS
INDICATED ON LAYOUT PLANS

PREPARED SUBGRADE
(BASED ON GEOTECHNICAL
RECOMMENDATIONS)

LOCATE WHERE NOTED ON PLAN AS 'EJ'

PLANTING INSTALLATION DETAILS
SCALE:  1/2"=1'-0"9 (IN ALL SOIL TYPES)

TOPSOIL, TYP

WOOD MULCH ON PERENNIAL
PLANT BED, DO NOT COVER PLANTS

HORTICULTURAL PRACTICE
IN ACCORDANCE w/ STANDARD
6)  PRUNE, THIN & SHAPE SHRUBS
OR CONTAINER
AT WHICH IT GREW IN THE FIELD
5)  SET SHRUB AT SAME DEPTH

TOP 3-4" OF SOIL
3)  BREAK UP EXISTING SOIL
4)  PROVIDE NEW TOPSOIL
TO A DEPTH OF 24".

2)  THOROUGHLY MIX COMPOST IN

BACKFILL w/ SUITABLE

THOROUGHLY UNTIL NO

WHEN BACKFILL IS 2/3

MORE IS ABSORBED

COMPLETE, WATER

INITIAL WATERING:

SHRUB / PERENNIAL PLANTING NOTES:
1)  APPLY 3"TH BED OF SHREDDED

PREPARED PLANTING SOIL,
REF SPECIFICATION FOR
'MISCELLANEOUS PLANTING
MATERIALS'

1'-0"
TYP

5'-0"
MAX

1 1\2" OD GALV STEEL PIPE
HANDRAIL, TYP

1 1\2" OD PIPE SUPPORT GALV STEEL
POST, GRIND ALL WELDS SMOOTH, TYP

VARIES

12" TOTAL TREADS + 1 TREAD LENGTH 12"

1 1\2" OD GALV STEEL PIPE
HANDRAIL, TYP

SCALE:  1\2"=1'-0"

TYPICAL STAIR HANDRAIL7
SCALE:  1\2"=1'-0"

TYPICAL RAMP HANDRAIL8

1 1\2" OD PIPE SUPPORT GALV STEEL
POST, GRIND ALL WELDS SMOOTH, TYP

NOTE: SUPPORT POSTS SHALL BE SPACED
AT A MAXIMUM OF 5' APART BEFORE AN
INTERMEDIATE POST IS REQUIRED

SCALE:  1\2"=1'-0"

C.I.P. CONC STAIR6

3'-4" WIDE X 3'-4' DEEP GRADE
BEAM W/ 2-#5'S @ TOP & BTM W/ #4
STIRRUPS @ 18" O.C.

PREPARED SUBGRADE

C.I.P. CONC. STAIRWAY W/ STAIR
NOSING SET INTO TREADS, TYP
STAIR NOSING (OR APPROVED EQUAL):
MANUF: SAFE T METAL (800-886-7238)
MODEL: STYLE BF
COLOR: BLACK

'RIB-BAC' U-CHANNEL CABLE LINE POST, TYP

EXPANSION FILLER & SEALANT, TYP

8" DIA. SCH-40 STL PIPE FILLED W/ CONC,
PRIME & PAINT, COLOR: YELLOW

ACCESSIBLE PARKING SIGN BOLLARD
SCALE:  1/2"=1'-0"4

EXISTING ASPHALT PVMT, SAW CUT
FOR BOLLARD INSTALLATION, TYP

SET POST 12" INTO CONCRETE BOLLARD, TYP

"VAN ACCESSIBLE" SIGN, BOLT TO U-CHANNEL, IN
LOCATION INDICATED ON PLAN WITH 'VAN'
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SCALE:  1\2"=1'-0"

C.I.P. CONC WALL5

#4 LONGITUDINAL TYP OF 3

2x4 KEY WAY

#5 TRANSVERSE @ 12" OC

#4 DOWEL, TYP @ 12" OC W/ 62"
VERT LEG & 12" HOOK

12"

24"

12" W CIP CONCRETE WALL

REF GRADING PLAN FOR FINISH
GRADE ON BACK SIDE OF WALL, TYP

ADJACENT PAVEMENT, REF
GRADING PLAN FOR ELEVATION

1/2" EXPANSION JOINT, TYP
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18" CONC PIER FOOTING
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DIMENSIONS, TYP

CORE DRILL AND GROUT SOLID
TO 6" MIN DEPTH

BOTTOM RAIL ONLY NECESSARY
FOR RAMP AT SOUTH DOOR

1 1\2" OD GALV STEEL PIPE
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SEED TYPE 'A' GENERAL NOTES
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March 12, 2012

03/12/2012 AS PER CONSTRUCTION DOCUMENTS

john.heacock
Text Box
PAINT ALL STEEL RAILINGS WITH 1. PRIME COAT: PPG AMERLOCK 2 EPOXY COATING AND 2. TOP COAT: PPG AMERCOAT 450 ACRYLIC ALIPHATIC POLYURETHANE IN SEMI-GLOSS BLACK COLOR TO MATCH OTHER RAILINGS THAT WERE ADDED AS PART OF THE GENERAL CONSTRUCTION CONTRACT.
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