










PAVEMENT SECTIONS

APPENDIX FOR MAYOR’S ROAD DESIGN TASK FORCE
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FUTURE

WALK

MIN MIN

{

6.0% MIN.6.0% MIN.

{

2.5%
2.0%

MOW STRIP SURFACE 1/2" ABOVE BACK OF CURB

PROPERTY LINEPROPERTY LINE

DESIRED

CUT

(FUTURE MOW STRIP)
DESIRED

FILL

FOR FUTURE 80’  PAVEMENT
120’  R.O.W.

28’ MEDIAN2’ 5’ or 10’

1’

10’ MIN 13’ (FUTURE THROUGH) 10’ MIN 5’ or 10’ 2’

2’

ROAD TYPE C - TWO LANES (CONCRETE)

OFFSET TO ONE SIDE WITH CURB & GUTTER

13’ THROUGH

SAW JOINT

13’ THROUGH

DITCH

CENTERLINE OF

STREET

12’2’ 12’ 2’    MOW STRIP

13’ (FUTURE THROUGH)

1’

CONCRETE WALK

60’ R.O.W. (70’ IF RIGHT TURN LANE) (NEED ADDITIONAL 6’ R.O.W. AT BIKE TRAIL LOCATION) 60’ R.O.W. (NEED ADDITIONAL 6’ R.O.W. AT BIKE TRAIL LOCATION)

9" CONCRETE

URBAN

STORM

DRAINAGE
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MIN

{

6.0% MIN.

{

2.5%
2.0%

MOW STRIP SURFACE 1/2" ABOVE BACK OF CURB

2.5%

PROPERTY LINEPROPERTY LINE

DESIRED

CUT

FILL

FOR FUTURE 80’  PAVEMENT
120’  R.O.W.

10’ MIN 5’ or 10’ 2’

2’

ROAD TYPE D2 - TWO LANES (ASPHALT)

OFFSET TO ONE SIDE

TEMPORARY WALK

MIN

{

6.0% MIN.

{

2.5%
2.0%

MOW STRIP SURFACE 1/2" ABOVE BACK OF CURB

FUTURE

WALK

2.5%

PROPERTY LINEPROPERTY LINE

DESIRED

CUT

FILL

FOR FUTURE 80’  PAVEMENT
120’  R.O.W.

10’ MIN 5’ or 10’ 2’

2’

DITCHROAD TYPE D1 - TWO LANES (CONCRETE)

OFFSET TO ONE SIDE

10’

2’

24’2’

PAVED SHOULDER

PAVED SHOULDER

(LOCATION FLEXIBLE TO BE

DETERMINED BY ENGINEER)

2
’ 

N
O

R
M

A
L

4:1
VARIE

S

(WIDTH VARIES)

2
’ 

N
O

R
M

A
L

4:1

DITCH

(WIDTH VARIES)

FUTURE

WALK

VARIE
S

FUTURE

WALK

VARIES

DITCH

(WIDTH VARIES)

2
’ 

N
O

R
M

A
L

4:1

8’ MINIMUM8’ MINIMUM

CENTERLINE OF 

STREET

1’

60’ R.O.W. (70’ IF RIGHT TURN LANE) (NEED ADDITIONAL 6’ R.O.W. AT BIKE TRAIL LOCATION) 60’ R.O.W. (NEED ADDITIONAL 6’ R.O.W. AT BIKE TRAIL LOCATION)

MIN. 8" ASPHALTIC

CONCRETE

13’ (FUTURE THROUGH) 13’ (FUTURE THROUGH)

2’    (FUTURE MOW STRIP)

5’

CENTERLINE OF 

STREET

12’ 1’

60’ R.O.W. (70’ IF RIGHT TURN LANE) (NEED ADDITIONAL 6’ R.O.W. AT BIKE TRAIL LOCATION) 60’ R.O.W. (NEED ADDITIONAL 6’ R.O.W. AT BIKE TRAIL LOCATION)

9" CONCRETE

13’ (FUTURE THROUGH) 13’ (FUTURE THROUGH)

2’    (FUTURE MOW STRIP)14’26’

5’

CONCRETE

WALK
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Horz. Scale:

4:1 DESIRED SLOPE (3:1 MAX)

4:1 DESIRED SLOPE (3:1 MAX)

4:1 DESIRED SLOPE (3:1 MAX)

4:1 DESIRED SLOPE (3:1 MAX)




