LINCOLN/LANCASTER COUNTY PLANNING STAFF REPORT

for January 31,2007 PLANNING COMMISSION MEETING
PROJECT #: Change of Zone No. 07001

PROPOSAL: Amend Section 27.52, Flood Regulations for Existing Urban Area, to
include standards for Salt Creek Flood Storage Areas.

CONCLUSION: This amendment will provide standards to protect the flood storage
areas ofSaltCreek and is in conformance with the Comprehensive Plan

RECOMMENDATION: Approval of the attached language

GENERAL INFORMATION:

LEGAL DESCRIPTION: Section 27.52 L.M.C.

ASSOCIATED APPLICATIONS: Requestto Councilto recognize Salt Creek 100 year Flood
Prone Area as best available information for local flood regulation.

HISTORY: This s the fifth of the continuing update of floodplain mapping in stream reaches.
The “Storage areas” were first defined by Corps of Engineer studies in the late 80's but flood
storage protection has not been adopted.

COMPREHENSIVE PLAN SPECIFICATIONS:

WATERSHED MANAGEMENT GUIDING PRINCIPLES

Floodplains

In April of 2003, the Mayor’s Floodplain Task Force developed policy standards for floodplains that took into
consideration the natural functions played by these areas. These policy recommendations have been incorporated
into the watershed management strategies included in the Utilities section of the Comprehensive Plan. Many
recommendations have also been incorporated into the zoning and subdivision codes.

Environmental Resources

Seek the routine use of “Best Management Practices’ in implementing stormwater management policy so that the
potential for sedimentation problems are minimized. Further discussion of floodplain and stormwater management
considerations and strategies is provided within the Utilities section. Pg 61- 62

4 Watershed planning will continue in order to be proactive and integrate stewardship principles

for land conservation, stream and wetland buffers, better site design, Best Management

Practices (BMP), and erosion and sediment control. The natural drainage system can serve

multiple benefits, including wildlife habitat and recreation.

4 The community should encourage site designs that are compatible with the natural characteristics of the site,
clustering development, minimizing grading and impervious cover, and preserving site hydrology to the maximum
extent possible. Naturalized or bioengineered solutions to drainage issues should be used wherever possible.
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41n new growth areas, the City of Lincoln and Lancaster County should have a policy of No
Adverse Impact, with agoal of ensuring that the action of one property owner does not
adversely impact the flooding risk for other properties.

41n concert with the findings of the Mayor's Floodplain Task Force and the assumptions used
in crafting this Plan, future urban development will be outside of the floodplain and floodway .
Pg 76

ANALYSIS:

1. This request is to amend the floodplain regulations for the existing urban area, in
Section 27.52 to include provisions specific to the Salt Creek floodplain from
Calvert Street to Superior Street. The floodplain is divided into 20 separate
“storage areas”, with each area assigned a separate percentage of fill that is
allowed on any individual development site in that area.

2. If this reach of Salt Creek were mapped in the traditional method, the Flood Way
would extend into existing neighborhoods with significant impact to existing land
owners. The use of this approved storage technique will allow the official FEMA
mapped Flood Way to remain within the banks of the existing levees.

3. These regulations reflect the minimum federal and state requirements, which allow
a cumulative amount of filling which will raise the flood height by one foot. The Public
Works Director and the NRD General Manager indicate in the letter accompanying
the application that there will be continued dialog in the future about more restrictive
regulations.

4. This is in conformance with the 2030 Lincoln/Lancaster County Comprehensive
Plan.

Prepared by:

Mike DeKalb, 441-6370, mdekalb@lincoln.ne.gov
Planner

DATE: January 17, 2007

APPLICANT: Glenn Johnson, General Manager
Lower Platte South NRD
3125 Portia Street
Lincoln, NE 68510
(402) 476-2729
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CONTACT:

Karl Fredrickson, Director
Public Works and Utilities Department
555 S. 10" Street

Lincoln, NE 68508
(402) 441-7548

Ben Higgins
Public Works and Utilities
901 N 6" Street

Lincoln, NE 68508
441-7589

bhiggins@lincoln.ne.gov.
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CHAPTER 27.52

FLOOD REGULATIONS FOR EXISTING URBAN AREA

Sections:

27.52.010 Scope of Regulations.
27.52.020 Definitions.
27.52.030 Standards.

27.52.035 Standards for Salt Creek Flood Storage Areas
27.52.040 Administration.

= T L

27.52.050  Permit Procedures. e Mo ez

27.52.055  Permit Expiration. R
27.52.060 Special Permits. |

27.52.070  Pre-existing Uses. S AN 2 007

27.52.080 Penalties for Violation. i

27.52.090  Amendments. UNCOIN L TR TG
PLolaiv DEF i THENT

27.52.010 Scope of Regulations.
The regulations set forth in this chapter, or set forth elsewhere in this title when referred to

in this chapter, are known as the Flood Regulations for Existing Urban Area. The regulations shall
apply to all lands within the Existing Urban Area in the floodplain or floodprone area within the
zoning jurisdiction of the City of Lincoln that are subject to a one percent or greater chance of flood-
ing in any given year. The September 21, 2001 official Flood Insurance Rate Map (FIRM) and Flood
Insurance Study (FIS) for Lancaster County, Nebraska and Incorporated Areas and any revisions
thereto are hereby adopted by reference and declared to be a part of this Chapter. A copy of the
FIRM and FIS are on file in the Department of Building and Safety.

The degree of flood protection required by this Chapter is considered reasonable for
regulatory purposes and is based on engineering and scientific methods of study. Larger floods may
occur on rare occasions or the flood height may be increased by man-made or natural causes, such
as ice jams and bridge openings restricted by debris. Compliance with these regulations does not
imply that lands outside a floodplain or floodprone areas or uses within such areas will be free from
flooding or flood damage. This Chapter shall not create liability on the part of the City of Lincoln
or any officer or employee thereof for any flood damages that may result from reliance on this
Chapter or any administrative decision lawfully made thereunder. (Ord. 18662 §1; January 9, 2006:
prior Ord. 18359 §1; May 10, 2004).

27.52.020 Definitions.
For the purpose of this chapter, certain terms and words are hereby defined:
100-Year Flood shall mean the flood having a one percent chance of being equaled or

exceeded in any given year.
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100-Year Flood Elevation shall mean the height of the flood water that would occur during
a 100-Year Flood.

Base Flood shall mean the flood having a one percent chance of being equaled or exceeded
in any given year.

Basement shall mean any enclosed area having its floor below grade level on all sides.

Development shall mean any man-made change to improved or unimproved real estate,
including but not limited to, buildings or other structures, mining, dredging, filling, grading, paving,
excavation or drilling operations, or storage of equipment or materials.

Development Area shall mean the entire site of a proposed development or improvement.

Existing manufactured home park or subdivision shall mean a manufactured home park
or subdivision for which the construction of facilities for servicing the lots on which the
manufactured homes are to be affixed (including, at 2 minimum, the installation of utilities, the
construction of streets, and either final site grading or the pouring of concrete pads) is completed
before the effective date of this ordinance.

Existing Urban Area shall mean those areas inside the corporate limits of the City of
Lincoln. as well as those areas outside the corporate limits having a zoning designation other than
AG Agricuiture and AGR Agricultural Residential, on the effective date of this ordinance.

Expansion to an existing manufactured home park or subdivision shall mean the
preparation of additional sites by the construction of facilities for serving the lots on which the
manufactured homes are to be affixed (including the installation of utilities, the construction of
streets, and either final site grading or the pouring of concrete pads).

FEMA shall mean the Federa] Emergency Management Agency

Flood Insurance Rate Map (FIRM) shall mean the September 21, 2001 Flood Insurance
Rate Map and any revisions thereto, on which FEMA has delineated both the areas of special flood
hazards and the risk premium zones applicable to the community.

Flood Insurance Study (FIS) shall mean the Flood Insurance Study for Lancaster County,
Nebraska and Incorporated Areas published by FEMA in conjunction with the FIRM and containing
background data such as base flood discharges and water surface elevations used to prepare the

Floodplam shall mean those lands whlch are subject to a one percent or greater chance of
flooding in any given year, as shown on the Flood Insurance Rate Map issued by FEMA for
Lancaster County, Nebraska and incorporated areas, as amended. Copies of the said maps shall be
on file in the Department of Building and Safety.

Floodprone area shall mean those lands subject to a one percent or greater chance of
flooding in any given year, as determined by hydrologic and hydraulic studies completed by the City
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or other government agency, or other acceptable source as approved by the City where this is the best
available information.

Floodproofing shall mean any combination of structural and nonstructural additions,
changes, or adjustments to structures which reduce or eliminate flood damage to real estate or
improved real property, water and sanitary facilities, structures and their contents.

Floodway shall mean the channel of a river or other watercourses and the adjacent land areas
that must be reserved in order to discharge the base flood without cumulatively increasing the water
surface elevation more than one foot.

Historic structure shall mean any structure that is: (a) listed individually in the National
Register of Historic Places (a listing maintained by the Department of the Interior) or preliminarily
determined by the Secretary of the Interior as meeting the requirements for individual listing on the
National Register; (b) certified or preliminarily determined by the City of Lincoln, a Certified Local
Government (CLG), in consultation with the Nebraska State Historic Preservation Officer (SHPO),
as contributing to the historical significance of a locally or nationally designated historic district; (c)
individually designated as a Landmark by the City of Lincoln, a CLG, under the provisions of
Chapter 27.57 of the Lincoln Municipal Code.

Letter of Map Change (LLOMC) shall mean a determination document issued by FEMA
that officially revises the FIRM based on updated information, whether improved data or topography
changes created by fill placement. Includes Letter of Map Amendment (LOMA), Letter of Map
Revision (LOMR), and Letter of Map Revision based on Fill (LOMR-f).

Lowest floor shall mean the lowest floor of the lowest enclosed area (including basement).
An unfinished or flood-resistant enclosure, usable solely for parking of vehicles or building access,
in an area other than a basement area is not considered a building's lowest floor; provided that such
enclosure is not built so as to render the structure in violation of the applicable non-elevation design
requirements of this ordinance.

Manufactured home shall mean, for purposes of this chapter, a structure, transportable in
one or more sections, which is built on a permanent chassis and is designed for use with or without
apermanent foundation when attached to the required utilities. The term "manufactured home" shall
not include a "recreational vehicle."

Manufactured home park or subdivision shall mean a parcel (or contiguous parcels) of
land divided into two or more manufactured home lots for rent or sale.

NAVD shall mean the North American Vertical Datum of 1988.

New construction shall mean structures for which the start of construction commenced on
or after the effective date of this ordinance and shall include any subsequent improvements to such
structures.

New manufactured home park or subdivision shall mean a manufactured home park or
subdivision for which the construction of facilities for servicing the lots on which the manufactured
homes are to be affixed (including at a minimum, the installation of utilities, the construction of
streets, and either final site grading or the pouring of concrete pads) is completed on or after the
effective date of this ordinance.

Non-substantial improvement shall mean any improvement that does not meet the
definition of substantial improvement, as defined in this section.
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Percentage of allowable fill shall mean the percentage of the volume of flood storage in
each Flood Storage Area of Salt Creek that can be allowed to be eliminated without increasing the

100-year flood elevation of Salt Creek by more than one foot.
Qualified engineer shall mean a registered professional engineer who, by reason of training

and experience, is considered knowledgeable in hydrology and hydraulics and their application to
the flood insurance study and has demonstrated competence to the satisfaction of the Director of
Building and Safety.
Recreational vehicle shall mean a vehicle which is:
(1)  built on a single chassis;
(2) 400 square feet or less when measured at the largest horizontal projections;
(3)  designed to be self-propelled or permanentiy towable by a light duty truck;

and
(4) designed primarily not for use as a permanent dwelling but as temporary living
quarters for recreational, camping, fravel, or seasonal use.

Riverine shall mean relating to, formed by, or resembling a river (including tributaries,
streams, brooks, etc.).

Single Family Residential Buildi
tow €.

Special Flood Hazard Area shall mean the land in the floodplain subject to a one percent
or greater chance of flooding in any given year.

Start of construction shall mean either the first placement of permanent construction of a
structure on a site, such as the pouring of slabs or footings, the installation of piles, the construction
of columns, or any work beyond the stage of excavation, or the placement of a manufactured home
on a foundation. Permanent construction does not include land preparation, such as clearing,
grading, and filling; nor does it include the installation of streets and/or walkways; nor does it
include excavation for a basement, footings, piers or foundations or the erection of temporary forms;
nor does it include the installation on the property of accessory buildings, such as garages or sheds
not occupied as dwelling units or not as part of the main structure. For a substantial improvement,
the actual start of construction shall mean the first alteration of any wall, ceiling, floor, or other
structural part of a building, whether or not that alteration affects the external dimension of the
building.

Structure shall mean, for floodplain management purposes, a walled and roofed building,
including a gas or liquid storage tank, that is principally above ground, as well as a manufactured
home.

-standing single family residence or

Substantial damage shall mean damage of any origin sustained by a structure whereby the
cost of restoring the structure to its before damaged condition would equal to or exceed fifty percent
of the market value of the structure before the damage occurred.

Substantial improvement shall mean any reconstruction, rehabilitation, addition, or other
improvement of a structure, the cost of which equals or exceeds fifty percent of the market value of
the structure before the start of construction of the improvement. Substantial improvement shall
include structures which have incurred substantial damage, regardless of the actual repair work
performed. The term shall not, however, include either (i} any project for improvement of a structure
to cotrect existing violations of state or local health, sanitary, or safety code specifications which
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have been identified by the local code enforcement official and which are the minimum necessary
to assure safe living conditions, or (ii) any alteration of a historic structure, provided that the
alteration will not preclude the structure’s continued designation of a historic structure.

Variance shall mean a grant of relief from the terms of a floodplain management regulation,
this shall be done by Special Permit in accordance with Section 27.52.060 of this chapter.

Violation shall mean the failure of a structure or other development to be fully compliant
with the floodplain management regulations as set forth in this chapter. A structure or other
development without the elevation certificate, other certifications, or other evidence of compliance
as required is presumed to be in violation until such time as that documentation is provided.

Watershed Master Plan shall mean a plan gencrated by the City or by the City in
cooperation with other agencies, which includes hydrologic and hydraulic modeling for the 100-year
event, including 100-year floodplain elevation and limits. (Ord. 18662 §2; January 9, 2006: prior
Ord. 18359 §2; May 10, 2004).

27.52.039 Standards.
The following shall be the standards to be followed in connection with the Flood Regulations
for the Existing Urban Area:

(a) General Standards:
(1) No development or substantial improvement shall be permitted within the

floodway as designated by the Federal Emergency Management Agency (FEMA) or as determined
by hydrologic and hydraulic studies completed by the City or other government agency, or other
acceptable source as approved by the City, unless the applicant has demonstrated that the proposed
development or substantial improvement is in conformance with the provisions of Section
27.52.030(h) below.

(2)  Inthose areas where a floodway has not been designated, no development or
substantial improvement may be permitted within the floodplain or floodprone area unless the
applicant has demonstrated that the proposed development or substantial improvement, when com-
bined with all other existing and reasonably anticipated developments or substantial improvements,
will not increase the water surface elevation of the 100-year flood more than one foot at any location.

An exception to the above shall be permitted provided the applicant has acquired by
land rights purchase, flowage easement, or other legal arrangement the right to increase the flood
levels on all affected lands greater than one foot (1.0), and provided that before any permit is issued
the applicant submits a FEMA approved Conditional Letter of Map Revision to the Director of
Building and Safety. When such encroachment is completed, a FEMA approved Letter of Map
Revision must also be provided by the applicant.

(3)  Roadwaybridges, and other drainage facilities, may have their superstructure
submerged or partially submerged below the base flood level, provided that the facility has been
designed to resist the hydrostatic and hydrodynamic loads as well as the effects of the buoyancy as
certified by a registered professional engineer.

(4)  Within the floodplain or floodprone area, all new construction and substantial
improvements shall be anchored to prevent flotation, collapse, or lateral movement of the structure
resulting from hydrodynamic and hydrostatic loads including the effects of buoyancy; constructed
with materials and utility equipment resistant to flood damage; and constructed by methods and prac-
tices that minimize flood damage. Electrical, heating, ventilation, plumbing, and air-conditioning
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equipment and other service facilities shall be elevated at least one foot above the base flood
elevation or designed so as to prevent water from entering or accumulating within the components
during conditions of flooding. A registered professional engineer or architect shall certify that these
provisions are satisfied.

(5)  Thelocation, grade, and floodproofing of all new and replacement water and
sanitary sewer systems which are to be extended into or through any portion of the floodplain or
floodprone area to serve the proposed development shall first be approved by the city prior to the
extension of such utilities into the floodplain.

(6)  New orreplacement water supply systems and sanitary sewage systems shall
be designed to minimize or eliminate infiltration of flood waters into said systems and discharges
from said systems into flood waters. Individual disposal systems shall be designed in accordance
with the standards set forth in Chapter 24.38 of the Lincoln Municipal Code in order to minimize
impairment to them or contamination from them during flooding.

(7)  On-site waste disposal systems shall be located to avoid impairment to the
system or contamination from such systems during flooding.

(8)  The storage or processing of materials that are in time of flooding buoyant,
flammable, explosive, or could be injurious to human, animal, or plant life is prohibited.

(9)  Storage of other material or equipment may be allowed if not subject to major
damage by floods and firmly anchored to prevent flotation or if readily removable from the area
within the time available after the issuance of flood warning by appropriate authorities.

(10) Filling, grading, and excavation may be allowed in the floodplain or
floodprone area under the following conditions:

(i) Fill shall be protected against erosion and sediment by such measures as
rip-rap, vegetative cover, bulkheading, or sedimentation basins as approved by the Director of
Building and Safety.

(ii) Any fill to be deposited in the floodplain or floodprone area must be
shown by the applicant not to be a detriment to the general public as well as the surrounding land

OWNErS.
(iii) Fill materials shall be of a selected type, preferably clean dirt, gravel, or

rock no greater than two inches in diameter. The use of decomposing materials, such as wood and
other degradabiles, shall be prohibited. Fill shall be placed in six inch compacted layers. Fill selec-
tion and placement shall recognize the effects of saturation from flood waters on slope stability,
uniform and differential settlement, and scour potentials.

(iv) Prior to placement of any fill or embankment materials, the land upon
which fill is to be placed shall be cleared of debris, snags, stumps, brush, down timber, logs, and
other objects. All materials and debris from this clearing shall be removed from the proposed fill
and disposed of at approved locations outside the floodplain or floodprone area.

(v)  Fill slopes for granular materials shall be no steeper than one vertical
on two horizontal unless substantiating data justifying steeper slopes are submitted to the Director
of Building and Safety and approved.

(vi)  Excavation in the floodplain or floodprone area shall be done so that
the land surface is maintained in such a manner that surface waters do not collect and pond unless
specifically approved by the Director of Building and Safety.
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(b}  Residential Construction. All new construction and substantial improvements of
residential structures within the floodplain or floodprone area shall have the lowest floor, including
basement, elevated at least one foot above the base flood level. Garages and storage buildings used
exclusively for the storage of motor vehicles, and storage of other items readily removable in the
event of a flood warning may have their lowest floor below flood elevation, provided the building
structure is capable of withstanding hydrostatic and hydrodynamic forces caused by the 100-year
flood and, further, provided that no utilities are installed in the building except elevated or
floodproofed electrical fixtures. If the building is converted to another use, it must be brought into
full compliance with the requirements of this title governing such uses.

(c)  Nonresidential Construction. All new construction and substantial improvements of
commercial, industrial, and other nonresidential structures within the floodplain or floodprone area
shall either have the lowest floor, including basement, elevated at least one foot above the base flood
level or, together with attendant utility and sanitary facilities, be floodproofed so that below the base
flood level plus one foot the structure is watertight in accordance with the performance standards set
forth in the city's building code. A registered professional engineer or architect shall develop or re-
view structural design, specifications, and plans for the construction, and shall certify that the design
and methods of construction meet the watertight performance standards. The certification shall be
provided to the city as set forth in Section 27.52.040 of this chapter.

(d)  For all new construction and substantial improvements, fully enclosed areas below
the lowest floor that are usable solely for parking of vehicles, building access or storage in an area
other than a basement and which are subject to flooding shall be designed to automatically equalize
hydrostatic flood forces on exterior walls by allowing for the entry and exit of floodwaters. Designs
for meeting this requirement must either be certified by a registered professional engineer or architect
or must meet or exceed the following minimum criteria:

(1) A minimum oftwo openings having a total net area of not less than one square
inch for every square foot of enclosed area subject to flooding shall be provided;

(2)  The bottom of all openings shall be no higher than one foot above grade; and

(3)  Openings may be equipped with screens, louvers, or other coverings or
devices; provided, that they permit the automatic entry and exit of floodwaters.

(e)  Manufactured Home Parks and Subdivisions. All manufactured homes shall be
located in a manufactured home park or a manufactured home subdivision in accordance with
Sections 27.63.120 and 27.63.125 of this title. No manufactured home shall be located in a
manufactured home park or subdivision within the floodplain or floodprone area unless the
following conditions are met:

(1)  New manufactured home parks and subdivisions; expansions; substantial
damage. Manufactured homes placed (i} on individual lots within or outside of new manufactured
home parks or subdivisions, (ii) on individual lots within an expanded area of an existing
manufactured home park or subdivision, or (iii) in an existing manufactured home park or
subdivision in which a manufactured home has incurred substantial damage as the result of a flood,
shall be elevated on a permanent foundation such that their lowest floor is at least one foot above the
base flood elevation and be securely anchored to an adequately anchored foundation system in accor-
dance with the standards to resist floatation, collapse, and lateral movement set forth in subsection

(£} below;
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(2)  Existing manufactured home parks and subdivisions. Manufactured homes
to be placed or substantially improved on individual lots in existing manufactured home parks or
subdivisions, shall either (i) be ¢levated on a permanent foundation such that their lowest floor is at
least one foot above the base flood elevation or (ii) be supported by reinforced piers or other
foundation elements of at least equivalent strength that are no less than three feet in height above
grade and be securely anchored to an adequately anchored foundation system in accordance with the
standards to resist floatation, collapse, and lateral movement set forth in subsection (f) below.

If the option provided by (ii} above is exercised, the current owner and
occupant, and any future buyer, renter, or occupier shall jointly acknowledge in writing that the
option of piers as an alternative to placement of the manufactured home one foot above the base
flood elevation has been exercised and, therefore, may be subject to flooding. Such acknowledgment
shall be filed with the Director of Building and Safety prior to the issuance of hook-up permits to
the subject home. _
(3)  Adequate surface drainage and access for a hauler are provided;

4) Where manufactured homes are elevated on pilings, lots shall be large enough
to permit steps, piling foundations shall be placed in stable soil no more than ten feet apart, and
reinforcement shall be provided for pilings more than six feet above the ground level; and

(5)  The grade of land for manufactured home parks or subdivisions which are
situated within the floodplain or floodprone area shall be raised at least one foot above the base flood
elevation.

(f) Manufactured Homes Located Outside of a Manufactured Home Park or Subdivision.
Manufactured homes located outside of a mannfactured home park or subdivision shall be elevated
at least one foot above the base flood elevation or anchored to the elevated foundation to resist flota-
tion, collapse, or lateral movement. Methods of anchoring may include, but are not limited to, use
of over-the-top and frame ties to ground anchors;

(1)  Ifover-the-top ties are used, such ties shall be provided at each of the four cor-
ners of the manufactured home, with two additional ties per side at intermediate locations except that
manufactured homes less than fifty feet in length may provide only one additional tie per side;

(2)  Frame ties shall be provided at each comer of the manufactured home with
five additional ties per side at intermediate points except that manufactured homes less than fifty feet
in length may provide only four additional ties per side;

(3)  All components of the anchoring system shall be capable of carrying a force
of 4,800 pounds; and

(49  Any additions to the manufactured home shall be similarly anchored.

(g Recreational Vehicles:

(1) Shall be on the site for fewer than 180 consecutive days;

(2)  Shall be fully licensed and ready for highway use (on its wheels or jacking
system, is attached to the site only by quick disconnect type utilities and security devices, and has
no permanently attached additions); or

(3)  Meet the requirements for manufactured homes.

{(h}  Floodways.

(1)  Encroachments into the floodway are prohibited, including fill, new
construction, substantial improvements, and other development within the floodway unless
certification by a qualified engineer is provided, demonstrating that the proposed encroachment will

Proposed Salt Creek Flood Storage Area Ordinance - 12/29/06 -8-



not result in any increase in flood levels during occurrence of the base flood discharge along the
floodway profile.

An exception to the above shall be permitted provided the applicant has
acquired by land rights purchase, flowage casement, or other legal arrangement the right to increase
the flood levels on all affected lands, and provided that before any permit is issued the applicant
submits a Federal Emergency Management Agency (FEMAY) approved Conditional Letter of Map
Revision to the Director of Building and Safety. When such encroachment is completed, a FEMA
approved Letter of Map Revision must also be provided by the applicant.

2) If the above provision is satisfied, all new construction and substantial
improvements shall comply with all other applicable provisions contained in Section 27.52.030.

(3)  Theplacement of any manufactured home parks and manufactured home sub-
divisions and the construction of new structures for human habitation within the floodway is
prohibited.

() AO Zones. Designated AQ zones within the floodplain have special flood hazards
associated with base flood depths of one to three feet where a clearly defined channel does not exist
and where the path of flooding is unpredictable and indeterminate; therefore, the following
provisions apply within AO zones:

(1)  All new construction and substantial improvements of residential structures
shall have the lowest floor {(including basement) elevated above the highest adjacent grade at least
as high as one foot above the depth number specified in fect on the FIRM (at least two feet if no
depth number is specified).

(2) All new construction and substantial improvements of non-residential
structures shall: S
(1) Have the lowest floor elevated above the highest adjacent grade at least
as high as one foot above the depth number specified in feet on the community’s FIRM (at least two
feet if no depth number is specified), or

(ii)) Together with attendant utility and sanitary facilities be completely
floodproofed to or above that level so that any space below that level is watertight with walls
substantially impermeable to the passage of water and with structural components having the
capability of resisting hydrostatic and hydrodynamic loads and effects of buoyancy. Such
certification shall be provided to the official as set forth in Section 27.52.040(d).

(3)  Adequate drainage paths around structures on slopes shall be required in order to
guide floodwaters around and away from proposed structures. (Ord. 18662 §3; January 9, 2006: prior
Ord. 18403 §1; July 12, 2004: Ord. 18359 §3; May 10, 2004).

Proposed Salt Creek Flood Storage Area Ordinance - 12/29/06 -9-



(1)  For the purposes of the Salt Creek Flood Storage Area standards, the

development area may include adjacent or non-adjacent parcels within the same flood storage area.
Within a single flood storage area the allowable fill for an entire development area will be

considered on a net basis. Individual parcels within a development area may have an amount of fill
that is greater than the percentage of allowable fill assigned to that flood storage area. provided a

permanent conservation easement or permanent deed restriction to_protect the flood storage is

dedicated over another parcel or parcels within the development area, such that the net percentage

of fill does not exceed the percentage of allowable fill.
{2)  The above requirements for developments and improvements within a flood storage
area of Salt Creek shall not apnly to single famil idential buildings, sheds. or hed garages

that are allowed to be wet floodproofed as specified in section 27.52.030 (d) of this chapter. If wet
floodproofing is not allowed for the structure as specified in these provisions or the applicant
proposes to elevate the structure, then the requirements _shall apply.

(3)  Single family residential building non-substantial improvements shall be exempt from
the percentage of allowable fill requirements.

(4) Notwithstanding the requirements of thig section, any development or improvement

must comply wi le provisions of this chapter.

27.52.040 Administration. _

A development permit shall be required in conformance with the provisions of this chapter.
Allnew construction of residential and nonresidential structures or other development, including the
placement of manufactured homes, within the floodplain or floodprone area shall hereafter be in full
compliance with the terms of this chapter and other applicable regulations. All existing residential
and nonresidential structures that are not in compliance with the terms of this chapter shall be
required to conform to these terms before substantial improvements can be made. It shall be the duty
of the Director of Building and Safety to enforce this chapter. His duties shall include, but not be
limited to:

(a) Review all development permits to assure that the permit requirements for this
chapter have been satisfied;

(b)  Review proposed development to assure that all necessary permits have been obtained
from those agencies from which prior approval is required by federal, state or local law, including
Section 404 of the Federal Water Pollution Control Act Amendments of 1972, 33 U.S.C. 1334;

(¢)  Notify affected adjacent communities and the Nebraska Department of Natural
Resources in riverine situations prior to any alteration or relocation of a watercourse, and submit
copies of such notifications to FEMA, and assure that the flood-carrying capacity within the altered
or relocated portion of any watercourse is maintained;

(d)  Require a registered professional engineer or registered professional land surveyor
to verify the actual elevation in NAVD 1988 of the lowest floor, including basement, of all new or
substantially improved structures and to which the new or substantially improved structures have
been floodproofed. The certification of the lowest floor shall be submitted to the Director of Building
and Safety at the point of construction when the lowest floor elevation may be established and prior
to the erection of the walls of any buildings. Such information shall be recorded and maintained by

the Director of Building and Safety;
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(e)  Where floodproofing is utilized for a particular structure, obtain certification from
a registered professional engineer or architect that the floodproofing methods are adequate in
accordance with appropriate provisions of the city's building code;

(£ Where interpretation is needed as to the exact location of boundaries of the floodplain
or floodprone area; for example, where there appears to be a conflict between a mapped boundary
and actual field conditions, obtain the necessary interpretation from appropriate city engineering staff
of the Department of Public Works and Utilities;

{g2 InZonec A (nobaseflood elevations determined), require that proposed developments
(including proposals for manufactured home parks and subdivisions) greater than either five acres
or fifty lots include within such proposals detailed base flood elevation data based on an engineering
study performed by a qualified engineer in accordance with FEMA approved methods for generating
detailed base flood elevations. This provision shall not apply where the use of the property is not
being changed and where there are no physical changes on the site which have the potential to
increase the flood hazard.

(h)  When base flood elevation data have not been provided on the FEMA Flood
Insurance Rate Map, through the provisions in Section 27.52.040(g) above, or in other studies
already completed or accepted by the City, obtain, review, and reasonably utilize any base flood
elevation and floodway data available from a federal, state, or other source, as criteria for requiring
that new construction, substantial improvements, or other developments in the floodplain or
floodprone area meet the standards of this chapter. (Ord. 18662 §4; January 9, 2006: prior Ord.
18359 §4; May 10, 2004).

27.52.050 Permit Procedures..

Application for a development permit shall be made to the Director of Building and Safety
on forms furnished by him and may include, but not be limited to, the plans drawn to scale showing
the nature, location, dimensions, and elevations of the area in question, existing or proposed
structures, fill, storage of materials, drainage facilities, and the location of the foregoing.
Specifically, the following information is required:

(a) Base flood elevation in NAVD 1988 datum. When utilizing National Geodetic
Vertical Datum of 1929 (NGVD 1929) base flood elevations from FEMA floodplain maps, 0.50 feet
shall be added to NGVD 1929 to obtain NAVD 1988, unless a more accurate conversion factor using
an established conversion program is demonstrated to the satisfaction of the Director of Building and
Safety.

(b)  Elevation of the lowest floor, including basement, of all structures. All elevations
shall be submitted in NAVD 1988,

(c) Elevation to which any nonresidential structure has been floodproofed. All elevations
shall be submitted in NAVD 1988.

(d)  Documentation and certification from a registered professional engineer or architect
that the nonresidential floodproofed structure meets the floodproofing specifications set forth in the
city's building code.

(e)  Documentation and certification from a registered professional engineer that if the
development is in the floodway, that the development will cause no rise in the 100-year flood
elevation.
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® Description of the extent to which any watercourse will be altered or relocated as a
result of proposed development.

(g)  Limits of floodway and floodplain or floodprone area.

(h)  If the permit is for fill or the development of muitiple structures, the following
additional information is required to be shown on a grading and drainage plan:

(1) A gradingplan showing existing and proposed grades, location of channel and
hydraulic cross-sections and profiles, with elevations in NAVD 1988 datum.

(2)  Hydrologic and hydraulic summary report.

(3)  The type and extent of the proposed use or development of the land which is
located within the floodplain or floodprone area, along with such information as is necessary to
determine the effect flood waters will have on such development and use and the effect such
development and use may have upon the flood waters. All such information shall show the location
of the proposed use, areas of habitation and employment, including the location, size, and floor
elevation of any structures, the iocation and elevation of all parking areas, and the use, location, and
elevations of all open land areas.

(4)  The amount of fill material brought into the floodplain or floodprone area
from outside the floodplain or floodprone area. (Ord. 18662 §5; January 9, 2006: prior Ord. 18359
§5; May 10, 2004).

27.52.055 Permit Expiration.

Every floodplain permit shall expire and become null and void two years following the date
of issuance, regardless of the status of the permitted work. Before such work can be recommenced,
a new permit shall be first obtained to do so. _

Any permittee holding an unexpired permit may apply for an extension of the time within
which work must be completed. The Director of Building and Safety may extend the time for
completion of the work for a period not exceeding one year upon the permittee showing that
circumstances beyond the control of the permittee have prevented action from being taken to
complete the work. No permit shall be extended more than once.

Any permit issued prior to the effective date of this ordinance shall expire and become null
and void two years following the effective date of this ordinance, regardless of the status of the
permitted work, and may not be extended by the Director of Building and Safety. Before such work
can be recommenced, a new permit shall be first obtained to do so. (Ord. 18359 §6; May 10, 2004).

27.52.060 Special Permits,

The City Council of the City of Lincoln may, by special permit, in accordance with
provisions set forth in Chapter 27.63 of this title:

(a)  Grant variances from the requirements of this chapter which permit construction in
a manner otherwise prohibited by this chapter where specific enforcement would result in
unnecessary hardship. However, variances shall not be issued by the city within the selected
floodway if any increase in flood levels during the base flood discharge would result.

(b)  Grantrequests for substantial improvements of existing residential and nonresidential
structures that are not in conformity with the provisions of this chapter. _

{c) Attach certain conditions to the special permit as it deems necessary to further the

purposes of this chapter.
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In passing upon such special permits, the city council shall consider that permits shall only
be issued upon a determination that (i) they are the minimum necessary, considering the flood
hazard, to afford relief; (ii) the granting will not result in increased flood heights, additional threats
to public safety, extraordinary public expenses, create nuisances, cause fraud on or victimization of
the public, or conflict with existing local laws or ordinances; and (iii) the decision is based upon a
showing of good and sufficient cause and a reasonable use of land involved.

Any applicant to whom a special permit is granted shall be given a written notice that the cost
of flood insurance will be commensurate with the increased risk resulting from the reduced lowest
floor elevation. The Director of Building and Safety shall maintain all the records of special permits
issued by the city council and report them to FEMA upon request. (Ord. 18359 §7; May 10, 2004).

27.52.070 Pre-existing Uses.

The following pre-existing uses will be allowed in the floodplain:

(a)  Continuation of pre-existing uses. The lawful use of a building and premises existing
prior to the effective date of this ordinance may be continued although such use does not conform
to the provistons hereof; provided, that no expansion, enlargement, change, or alteration shall be
made except in conformance with Section 27.52.070(b) below.

(b)  Substantial improvements of preexisting uses. No existing building and premises
which is not in conformity with the provisions of this chapter shall be substantially improved unless
it is done in conformity with the provisions of this chapter. A request for the substantial
improvement of a pre-existing use which does not conform to the provisions of this chapter shall be
processed through special permit procedures set forth in Section 27.52.060 of this chapter. (Ord.
18359 §8; May 10, 2004).

27.52.080 Penalties for Violation.,
Violation of the provisions of this chapter or failure to comply with any of its requirements

shall be punished in accordance with Chapter 27.81. (Ord. 18359 §9; May 10, 2004).

27.52.090 Amendments.

The regulations, restrictions, and boundaries set forth in this chapter may from time to time
be amended, supplemented, changed, or appealed to reflect any and all changes in the National Flood
Disaster Protection Act of 1973, in accordance with the procedures set forth in Chapter 27.81. The
regulations of this chapter are in compliance with the National Flood Insurance Program regulations,
as amended, and the 1983 Nebraska Flood Plains Regulations Act. (Ord. 18359 §10; May 10, 2004).
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Marvin Krout, Planning Director
Lincoln-Lancaster Co. Planning Dept.
555 8. 10™ Street

Lincoln, NE 68508

Dear Marvin:

Attached is a proposed text change to Chapter 27.52 of the Zoning Ordinance to
adopt standards for Salt Creek Flood Storage Areas for Planning Commission review
and recommendation to the City Council. Please schedule this text change on the
January 31" Planning Commission agenda. This text change is necessary as a
companion to a resolution to recognize the Salt Creek 100-year Floodprone Area and
revised Floodway as the best available information for local flood regulation
purposes. The resolution will be introduced to the City Council with the ordinance
as a related item.

Floodplain Mapping Update

The Salt Creek mapping update associated with this text change updates the
floodplain and floodway extending from approximately % mile south of Saltillo Road
to the confluence with Stevens Creek. The information has been submitted to the
Federal Emergency Management Agency (FEMA) for adoption on the FEMA
floodplain maps, but the FEMA maps are not expected to be officially adopted until
2008. This is the fifth of five stream reaches which are part of the same FEMA map
update, where more accurate flood hazard information has been generated as part of
Lincoln’s Cooperating Technical Partnership with FEMA. Updated information for
four other stream reaches (Beal Slough, SE Upper Salt Creek, Stevens Creek, and
Cardwell Branch) was adopted by the City Council on January 9, 2006. Adoption of
the Sait Creek Floodprone Area as best available information will be consistent with
the approach on these other watersheds.

Zoning Ordinance Text Change - Standards for Flood Storage Areas

This text change addresses some unique features of the Salt Creek floodplain. If the
floodway were mapped in a traditional fashion along Salt Creek, it would extend
outside of the levees and into the existing neighborhoods and business areas at some
locations. This is significant, because regulations for what can be built in the
floodway are much more restrictive than the flood fringe. Due to the circumstances
along Salt Creek relating to the levee and Flood Storage Areas, FEMA will allow the
floodway to remain along the levee system with the condition that a portion of the
flood storage volume in each flood storage area is preserved. (See attached Salt
Creek Floodplain Mapping pamphlet for additional information). The companion
ordinance is needed to insure that the specified amount of flood storage in each Flood
Storage Area is preserved by limiting the percentage of allowable fill.



Technical Review

The City, as a Cooperating Technical Partner with FEMA, contracted with a consulting firm to
update the floodplain mapping for Salt Creek. The technical floodplain study has been completed
in compliance with FEMA’s Guidelines and Specifications for Flood Hazard Mapping Partners,
certified by a licensed engineer, and submitted to FEMA., FEMA has completed an initial review
of the study and map update. In addition, the proposed standards for Salt Creek Flood Storage Areas
have been reviewed by FEMA and the Nebraska Department of Natural Resources and found to be
satisfactory. Furthermore, the draft technical information was made available to the engineering
community beginning in March of 2006, with a technical briefing in May.

Mayor’s Floodplain Task Force and Comprehensive Plan

The Salt Creek Floodplain Mapping Update was undertaken largely in response to the
recommendations of the Mayor’s Floodplain Task Force, which acknowledged the risks and
challenges associated with managing the Salt Creek floodplain based upon data that is more than 20
years out of date. This outdated information was recognized to be especially problematic for Salt
Creek, because the flood storage areas identified in the early 1980's were never regulated by
ordinance. The Task Force specifically recommended “a new, comprehensive floodplain study and
FEMA floodplain mapping effort™ for Salt Creek.

This text change and the associated map adoption are also in conformance with the Lincoln-
Lancaster Co. Comprehensive Plan, including the following two strategies:

“Give special consideration to the Salt Creek floodplain from Van Dorn Street to Superior
Street where the FEMA Flood Insurance Study recommends preserving flood storage so as
not to increase flood heights greater than one foot.

Improve the accuracy of floodplain mapping and make it a priority to which specific
resources are dedicated, Continue to develop a comprehensive, watershed approach to
Sloodplain mapping.”’

Floodplain Standards

While the Floodplain Task Force recommended that No Net Rise/Compensatory Storage standards
be adopted for the Existing Urban Area (which incorporates a large portion of Salt Creek), the Task
Force also “acknowledged that to accurately and completely address the impacts of alternative
floodplain management concepts specifically on Salt Creek would require an extensive study of the
of the entire basin with new mapping, new hydrology and new hydraulics...” Accordingly, it is
important to note that the currently proposed text change relates strictly to the mapping of the Salt
Creek floodplain and reguiation in accordance with the minimum state and federal standards. The
restriction on percentage of allowable fill by flood storage area assures only that fill in the floodplain
will not increase flood heights greater than one foot. After the completion of the Salt Creek mapping
update, it is expected that the dialogue will continue regarding the potential for more restrictive flood
standards in the Existing Urban Area.



Public Process

The Salt Creek Floodplain Mapping Update has had an extremely extensive public process that
began in March of 2005, and included the following:

3 open houses

multiple mailings to property owners, agencies, engineers, neighborhood and business
associations, and other interest groups (approx. 12,000 total)

approximately 30 presentations and meetings with a range of agency and interest groups
personal contacts

technical briefing for engineers

flood insurance seminar

extensive website with maps and information at lincoln.ne.gov keyword: Salt Creek

Q0000 0O

In addition, last week, letters were sent to property owners with buildings located at the edge of the
floodprone area, offering to conduct a survey of the elevation at no cost as a service to provide
certainty about whether the structure is in the floodprone area. This service has also been offered
by the City//NRD in other watersheds where floodplain map updates are being completed.

Conclusion

It is anticipated to be a year or more before the FEMA floodplain maps are updated to reflect this
technical update. In the meantime, it is critical that we use the best available flood hazard
information for Salt Creek for local regulation, just as we have on the other stream reaches in
Lincoln for which flood hazard information has been updated. For Salt Creek, this requires a
companion text change to address the unique flood storage areas.

Please direct questions regardmg thls apphcat:lon to Ben Higgins in the Public Works and Ut111t1es
Department at 441-7589 or

Sincerely,

Glenn Johnson, GGenepdl Manager
Lower Platte South NRD

ce: Nicole Fleck-Tooze, Ben Higgins - PW/U Attachments (12 copies):
Mike Merwick, Dale Stertz, Lana Tolbert - B&S Proposed Zoning Ordinance Text Change
Marc Wullschleger, Wynn Hjermstad - UD Sait Creck Floodplain Mapping pamphlet
Lynn Johnson - P&R Salt Creek Floodprone Area map

Salt Creek Flood Storage Area Detail map
FAFILES\WPOFFICE\ch\Karl\Kroug_text changes_Salt Creek Flood Storage area.wpd



SALT CREEK
FLOODPLAIN

MAPPING:

B Floodplain - those lands which are subject to
flooding due to a severe rainstorm, commonly
referred to as the '100-year flood.’

B 100-year flood - the flood having a one percent
chance of being equaled or exceeded in any
given year.

B 100-year flood elevation — the height of the flood
water that would oceur during a 100-year flood,

Floodway — the portion of a floodplain that must
be reserved in order to convey the 100-year
flood without increasing the 100-year flood

e e Ml ..».;.-r'v-_:‘ s elevation more than one foot.
e TRk ‘f—' oA Flood Fringe - the portion of the Floodplain that
= .;J:—:I' . . is outside of the Floodway,

1 Levee - an earthen berm built adjacent to Salt
Creek from Calvert St. to Superior St. {0 help
keep flood waters contained and to minimize
flooding to neighborhoods and businesses,

| Flood Storage Area — a portion of the Salt Creek
Flocdplain that stores floodwaters behind the
levee.

# Fill - for the purpeses of this brochure, fill is dirt
fill or dry floodproofed structures that will eliminate
flood storage volume in a Flood Storage Area.

B Federal Emergency Managemeni Agency
(FEMA) - regulatory agency of the federal
government that issues floodplain maps for
communities nationwide.



INTRODUCTION

Mationwide, floodplain maps for
communities are issued by the Federa/
Emergency Management Agency (FEMA).
The purpose of the Sall Creek Floodplain

Mapping Update is to produce revised PRO J ECT OB J ECTIVES

FEMA floodplain maps for Salt Creek, using

the Jatest technology and data available to The Salt Creek Floodplain Mapping Update must define
accurately reflect Salt Creek's floodplain. both a Floodway and a Flood Fringe to comply with FEMA
For more information, see the “Salt Creek floodplain mapping standards. Along Salt Creek, if the
Flocdplain Mapping Update - Project Floodway is mapped in a traditional fashion, it will extend
Overview” fact sheet for the background and outside of the levees and into the existing neighborhoods
averview of this mapping effort. and business areas at some locations. This is significant,

because regulations for what can be
built in the Floodway are much more

restrictive than the Flood Fringe.
100-Year Floogplan

Flood Fringe Floodway Fiood Fringe l Due 1o the circumstances along Salt
Creek relating to the levee and Flood
Storage Areas. FEMA will allow the
Floodway to remain along the levee
system {as shown in Figure 1) with
the condition that a portion of the flood
Flond Fland storage volume in each Flood Storage
Storage Area Storage Area Area is preserved. A useful way to
understand the impact of loss of flood
storage is to imagine thal the Flood
Storage Area during a large storm is
like a bathtub filled to the brim with

Figure 1 shows a Iypical cross section of the Salt Creek channed,

Flond:Storage Arwas beiid the e s Fioadsin Hinira, water. When fill or buildings in the Flood Storage Area displaces
flood water, the flood waters rise and the displaced water might
A portion of Salt Creek thal drains through move onto another property.

Lincoln is bounded by a levee on both sides
extending from near Calvert St. in the south to
Superior St. in the north. The levee (s an
earthen berm built adjiacent to Salt Creek in
order to help keep flood walers contained and
to minimize flooding to neighborhoods and

One objective of the project is to determine the percentage of
flood storage volume in each Flood Storage Area that can be

filled or displaced without increasing the 100-year flood height
more than one foot. The Flood Storage Areas and associated
percentages or ‘Percentage of Allowable Fill" are shown in

businesses. While the levee effectively Figure 2.

contains flood waters produced by many major Preserving the designated flood storage volume by limiting the
storms, during an extreme storm, such as the percentage of allowable fill in the Flood Storage Areas shown in
100-year fiood, the water will spill over the top Figure 2 is an alternative to mapping a larger Floodway outside
of the levee and spread out into areas behind the levee, while still limiting increases to flood heights ta less
the levea. These areas are referred to as than one foot. More information regarding how the Flood Starag
Flood Storage Areas’ FEMA floodplain maps Area standards would work can be found on the back page of
divide the floodplain into the Floodway and this brochure.

Flood Fringe. A Floodway is the portion of a
fioodplain that must be reserved in order to
convey the 100-year flood without increasing
the 100-year flood elevation more than one foot.
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During a 100-year flood, flood
water will spread out behind the
Salt Creek levee into areas
separated by roadways,
railroad corridors, and ridge
lines that cross Salt Creek.
These Flood Storage Areas will
act to store the floodwater
behind the levee until the water
along Sall Creek goes down.
Projecting just how the water
will flood and fill these Flood
Storage Areas is very complex.
A useful image is to think of the
Salt Creek levee system,
roadways, railroad corridors,
SRR 2N d ridgelines as forming an
& \_ : 1 SRRSRR  “icc-cube tray” where the Flood
NN, GALUERT ST Storage Areas are the cubes in
T the tray, and water can spill
;HGUREI smmmwmm WYk over from one area to the next.

Flood Storage Area system and N.Fumtea i
how it Is similar g an -ce—:ubc Iray. |~ =t




MAP UPDATE AND REQUIRED ORDINANCE

100-Year Floodplain

!. . 50% of Flood
A3, Storage Area filled

FIGURE 3

Cue lo the special circumstances along
Salt Creek, the recommended approach
to meet minimum FEMA standards is to
magp the Flecodway along the levee, and
to preserve a certain amount of flood
slorage in the Flood Fringe (the Flood
Storage Areas) outside of the levees.

Under this mapping approach each Flood
Storage Area will have a "Percentage of
Allowable Fill" ranging from 35% to 65%.
These percentlages correspond to the
percentage of available flood storage
volume that can be filled without causing
greater than 1 foot of rise in the 100-year
flood height. For example, if a Flood
Storage Area is designated for 50%
allowable fill, this means that only 50% of
the flood storage volume contained within
the Flood Storage Area between the
ground surface and the 100-year flood
height can be filled, and 50% of the flood
storage volume musl be preserved.

This mapping approach was used by the
U.5. Army Corps of Engineers when Lhe
Salt Creek floodplain was mapped in the
early 1980's. However, at that time,
Lincoln was not required by FEMA to
adopt an ordinance to protect the Flood
Storage Areas identified in that study. In
order to use this floodplain mapping
approach for the Salt Creek Floodplain
Mapping Update, the City of Lincoln will
be required by FEMA to adopt an
ordinance to preserve the specified
amount of flood storage in each Flood
Storage Area by imiting the percentage

Height of Flood Water

_______________________ = P gt

___Salt Greek_

Figure 3 shows how the percenfage of allowable fill could
be applied in a Flood Storage Area with 50% allowable il

CITY OF LINCOLN
NEBRASKA
MAYOR COLEEN J. SENG

lincoln.ne.gov

of allowable fill as shown in
Figure 2 on the previous page.
This means that property owners
within those Flood Storage Areas
would be limited to a percentage
of allowable fill as part of a i
development or building project. -y
Lower Platte South

For more information calf Natural Resources District
Watershed Management Division,
Public Works and Utilities Department

at 441-7701

Desigred by Caizat infarnahion Canter 52006
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