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Confused?

Sl Access 
Board

Slope

2



Presentation Objectivesj

• Introduction
• FHWA ARRA Oversightg
• The “ADA Vocabulary”
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FHWA Oversightg
• FHWA is responsible for implementation of

pedestrian access requirements from the ADApedestrian access requirements from the ADA
and Section 504 through stewardship and
oversight over all Federal, State, and localoversight over all Federal, State, and local
governmental agencies (“public agencies”) that
build and maintain highways and roadways,
whether or not they use Federal funds on a
particular project.
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Accessible Pedestrian Features
(The “ADA Vocabulary”)(The ADA Vocabulary )

• Ramp
• Landing• Landing
• Flared sides
• Truncated Domes• Truncated Domes
• Transition
• Slope (aka Running Slope)Slope (aka Running Slope)

• Cross-slope
• Accessible RouteAccessible Route
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Rampp
• A walking surface with a running slope greater 

than 1:20 (5%) maximum of 1:12 (8 33%) tothan 1:20 (5%), maximum of 1:12 (8.33%) to 
traverse a change in elevation.
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Landingg

• The level (2%) area at the top and/or bottom ofThe level (2%) area at the top and/or bottom of 
each ramp that facilitate a change in direction.
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Flared Sides
• Adjacent sides of the ramp, sloped to a 

maximum of 1:10 that allow pedestrian trafficmaximum of 1:10 that allow pedestrian traffic 
perpendicular to the ramp.
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Truncated Domes
(D t t bl W i )(Detectable Warnings)

• Truncated domes (bumps) used as a tactile cue 
for vision impaired/blind pedestrians to indicatefor vision impaired/blind pedestrians to indicate 
the absence of a curb.
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Transition

• The connection between the ramped surfaceThe connection between the ramped surface 
and the adjoining gutter, sidewalk, threshold, 
etc. (<1:20)
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Slope (Running Slope)p ( g p )
• Maximum 5% (1:20) slope on a walkway, 

parallel to the pedestrian trafficparallel to the pedestrian traffic.



Cross-SlopeCross Slope

• The slope of aThe slope of a 
walkway, 
perpendicular to the 
pedestrian traffic.

• 1:50 (2%) Maximum
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Accessible RouteAccessible Route

• A continuous pathA continuous path 
connecting accessible 
elements including 
parking access aisles, 
curb ramps, 

lk lkcrosswalks, walkways, 
ramps and lifts.

• Look at the “Big• Look at the Big 
Picture”.
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Accessible Route
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Review
• Ramp: 1:12 (8.33%) running slope.
• Landing: 48” minimum width• Landing: 48  minimum width.
• Flared sides: 1:10 (10%) slope.
• Truncated Domes: Bottom 24” of ramp (full• Truncated Domes: Bottom 24  of ramp (full 

width).
• Transition: gutter counterslope <1:20 (5%).g p ( )
• Running Slope: Less than 1:20 (5%).
• Cross-slope: 2% (1:50) maximum.p ( )
• Accessible Route: The “Big Picture”.
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If d t k h t t d ?If you do not know what to do?
Get help 16
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END PART 1A

Q ti ?

END PART 1A

Questions?

Thank You !
Jason Giard, PE
Operations Engineer
FHWA Idaho Division
3050 Lakeharbor Lane, Suite 126
Boise, ID 83703
(208) 334-9180 ext. 123
Jason giard@dot govJason.giard@dot.gov
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