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VARIES

* 6 INCH MIN.FOR ALL PRESSURE RATED

FLEXIBLE PIPES (C900 OR C905) OR NON-PRESSURE
RATED FLEXIBLE PIPES THAT ARE SDR 26 SCHEDULE
40 OR STRONGER. 18 INCHES ARE REQUIRED FOR
NON-PRESSURE RATED FLEXIBLE PIPE LESS THAN
SDR 26 SCHEDULE 40.

PIPE BEDDING AND FOUNDATION MATERIAL
FOR ALL PIPE EXCEPT DUCTILE IRON
AND REINFORCED CONCRETE
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15” DIAMETER AND LARGER
WITH GEO-TEXTILE FABRIC

GEO-TEXTILE FABRIC TO OVERLAP /
AS PER MANUFACTURER
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FOUNDATION MATERIAL
(WHEN REQUIRED, SEE NOTE)

PIPE BEDDING AND FOUNDATION

MATERIAL FOR ALL PIPE EXCEPT

DUCTILE IRON AND REINFORCED
CONCRETE WITH GEO-TEXTILE FABRIC

[ * & INCH MIN.FOR ALL PRESSURE RATED

FLEXIBLE PIPES (C900 OR C905) OR NON-PRESSURE
RATED FLEXIBLE PIPES THAT ARE SDR 26 SCHEDULE
40 OR STRONGER. 18 INCHES ARE REQUIRED FOR
NON-PRESSURE RATED FLEXIBLE PIPE LESS THAN
SDR 26 SCHEDULE 40.
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(FOR WATER MAINS)
TAPE EVERY 5'TO TOP
OF PIPE PRIOR TO BACK FILL

(LEAVE SOME SLACK FOR TAPS)

TRACER WIRE LOCATION
FOR TRENCHED WATER MAINS

3M DB SERIES DIRECT
BURY SPLICE KIT

KNOT
ﬂ\

TRACER WIRE

TRACER WIRE LOCATION
FOR WATER MAIN
BORED IN PLACE

NOTE:

WHEN "FOUNDATION MATERIAL” IS REQUIRED/APPROVED
BY THE CONTRACT ADMINISTRATOR, IT SHALL BE PAID

AT AN AGREED UNIT PRICE OF $35 PER CUBIC YARD
INSTALLED, BASED ON THE INCREASED DIMENSIONS OF
THE MATERIAL ADDED TO STABILIZE THE TRENCH BOTTOM.

WHEN REQUIRED BY THE CITY’S PROJECT MANAGER,
WATER SHALL BE ADDED TO THE MATERIAL EXCAVATED
FROM THE TRENCH WHEN NECESSARY TO MEET
SPECIFICATIONS, DURING COMPACTION, AT THE AGREED
UNIT PRICE OF $50 PER 100 CUBIC FEET OF WATER
APPLIED TO COMPLETE THE COMPACTION.

WIRE SPLICES SHALL BE 3M DBR CONNECTORS, SEALED
WITH SILICONE SEALANT, OR EQUAL AND COVERED WITH
SCOTCH #33 ELECTICAL TAPE.

EFFECTIVE JULY 1, 2011 - PIPE BEDDING
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